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An electronic prograin schedule system which includes a tecciver for receiving broadcast, satellite or cablecast television programs for 
a plurality of television channels and a tuner for tuning a television receiver to a sclecced one of the plurality of channels. A data processor 
receives and stores in a memory television program schedule infomiation for a plurality of television programs to appear on the plurality 
of television channels. A user control apparanis, such as a remote controller, is utilized by a viewer to choose user control commands and 
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is used 10 display the television programs and television program schedule information. A video display generator is adapted to receive 
video control commands from said data processor for generating and displaying a plurality of television program titles on said tclcviaiori 
receiver, said plurality of television programs displayed alphabetically by title. A selection means is provided for allowing to select a title 
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Electronic Television Program Guide Schedule System and Method 
with Display and Search of Program with Alphabetical Title Listings 

Background of the Invention 

This invention relates to an electronic program schedule system, 
which provides a user with schedule information for broadcast or cablecast 
programs viewed by the user on a television receiver. More particularly, it relates 
5 to an improved electronic program guide that provides the user with a more 

powerful and convenient operating environment, while, at the same time, increasing 
the efficiency of navigation by the user through the guide. 

Electronic program guides for television systems are known in the 
art. For example, one prior system used an electronic character generator to display 
10 textual schedule information on the full screen of a television receiver. Other prior 
systems presented electronically stored program schedule information to a user for 
viewing while allowing the user to select display formats. Still other systems 
employed a data processor to input user-selection criteria, then stored only the 
program schedule information meeting these criteria, and subsequentiy used the 
15 stored information to automatically tune a programmable tuner or activate a 

recording device at the rime of broadcast of the selected television programs. Such 
prior systems arc generally discussed in "Stay Tuned for Smart TV," published in 
the November 1990 issue of Popular Science. 

Collectively, the prior electronic program systems may be difficult to 
20 implement and cumbersome to use. They also fail to provide vievring capabilities 
that address in a more realistic manner the viewing habits of the users of these 
electronic program systems. Moreover, many of these systems are complex in their 
design and are expensive to implement. Ease of use and economy are primary 
concerns of television program distributors and viewers as they contemplate 
25 dramatic increases in the number and nature of program networks and otiier 

television-based services. And, as the number of television channels available to a 
user increases dramatically with the advent of new satellite and cable-based 
technologies, the utility of these prior systems substantially diminishes. 

These prior-art systems also fail to provide the user with sufficient 
30 information, for example pricing and the like, about pay-per-view events, premium 
services or other packaged programming to which the user does not subscribe, nor 
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do they provide the user with the capability to automatically purchase such 
programming on demand or impulse. Moreover, these prior-art systems are 
deficient in that they fail to provide an efficient and automatic method of updating 
or replacing the application software programs that implement the electronic guide 
at the user sites, relying instead on manual or other cumbersome forms of revision 
or replacement or hardware-based systems that can not be updated without physical 
replacement of integrated circuits and/or other parts. 

Nor do these prior electronic guide systems have the capability of 
linking the user to other applications or information systems which are not part of 
the electronic program guide application or data. 

Nor do these prior electronic guide systems provide video promotion 
of television programs and services that arc functionally linked and visually 
displayed in an integrated fashion. Program promotion is an important dement of 
the effective marketing of television programming. The promotion of pay-per-view 
pay (i.e., "a la carte") programs and other unregulated program services is 
particularly important to cable television operators in the wake of re-regulation by 
the federal government. The current method of promoting such programming using 
video is through dedicated "barker" channels that use full screen continuous trailers 
(i.e., previews) which may or may not be accompanied by prices and ordering 
information. Recently, such promotional videos have been shown in split screens 
where part of the screen shows general schedule information for a time period 
roughly corresponding to the time period during which the general program being 
promoted is shown. Accordingly, there exists a need for an electronic program 
guide which can provide improved display and linking of video promotions with 
program schedule information and order processing functions. 

The prior electronic program guides also fail to provide the user with 
a simple and efficient method of controlling access to individual channels and 
individual programs. The amount of adult sitiiations involving sex and violence has 
steadily increased during the last 40 years. The issue of how this affects children or 
other viewers has gained national attention. Providing a parent with the ability to 
lockK)ut a channel is a well known and widespread feature of certain television 
receivers and cable converter boxes. Despite this availability, the feature is seldom 
used by parents. The main impediments to its effective use are the cumbersome 
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ways in which it is generally implemented, as well as the requirement that entire 
channels be blocked in order to block access to any objcctional programming. A 
channel-oriented parental lock is unfair to other programmers on the blocked 
channel - who, for example, offer adult-oriented programming in the evening and 
5 youth-oriented programming the following morning— and inconvenient for viewers 
who want access to such programs. Thus, there is a particular need for a system 
which provides password control to individual programs and channels using a 
flexible and uncomplicated on-screen user interface. 

The prior dectronic program guides are also deficient in that they do 
10 not provide the user with the ability to view on demand current billing status and, 
thus, a need exists for a system which can provide the user with current billing 
information on the user's demand. 

An additional problem with prior program guides is that when 
displaying schedule information in grid format, i*e., columns representing time slots 
15 and rows representing channels, program titles generally are width-wise truncated to 
fit into the cells of the grid. The width of a grid cell varies with the duration of the 
program. Since a 30 minute program is allotted only a small amount of space for 
the program title and description, titles and/or descriptions for half and even full 
hour programs often must be truncated in order to fit into the allotted space. Some 
20 systems simply cut off the description of a program without abbreviating it in any 
way, such that the user is unable to detemiine the subject matter of the program. 
For example, a recent television program display included the following text in a 
grid cell: "Baseball: Yankees v." Although some systems partially alleviate this 
problem by providing two lines of text in each grid cell, this solution is not ideal 
25 because program descriptions may still be truncated. 

A similar problem arises as the time slots change, either automatically 
or in response to a user control command. Typically, 90 minutes of schedule 
information is displayed at one time and the 90 minute window is shiftable in 30- 
minute increments. In the case where a 30 minute shift causes a 30 minute size grid 
30 cell to display, e.g., a two-hour movie, it is likely that the full titie of the movie 
will not fit into the cell. Truncation of the titie is thus required in this situation as 
well. In this case, while two lines of text may be desirable to fit the titie in the 30 
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minute cell, the 60 and 90 minute cells may require only one line of text to display 
the title. 

The prior electronic program guides also lack a method for creating a 
viewing itinerary electronically while still viewing a program currently appearing on 
5 the television receiver. Moreover, these prior program guides leave much guess 
work for the user as he navigates through a sequence of channels. When skimming 
through channels to ascertain the program then being displayed on any channel, 
commonly known as "channel surfing," the user needs to guess which program is 
currently being aired from the video encountered as the user surfs through the 

10 channels. Since much - in some cases, up to 30% - of the programming appearing 
on any given channel at any given time is advertising or other commercial 
programming, the user is not provided with any clues as to what program, is 
appearing on a selected channel at a given time and must therefore wait until the 
advertisement or commercial is over before ascertaining the program then appearing 

15 on the selected channel. Thus a need exists for a program guide which displays 

current program schedule information for each channel as the user surfs through the 
available channels. 

Prior art program guides also lack a means for locating a television 
program where only the title of the program, movie, or event is known. 

20 Accordingly, there is a need in the art for a simplified electronic 

program schedule system that may be more easily implemented, and which is 
appealing and efficient in operation. There is also a need to provide the user with 
an electronic program schedule system that displays both broadcast programs and 
electronic schedule information in a manner not previously available with other 

25 electronic program schedule systems, particularly those using a remote controller. 

For example, there is a particular need for a flexible program 
schedule system that allows a user to view selected broadcast programs on a portion 
of the screen of the television receiver while simultaneously viewing program 
schedule information for other channels and/or services on another portion of the 

30 screen. There is also a need for such a program schedule system that permits the 
user to select from a plurality of selectable display formats for viewing the program 
schedule information. It is also preferred to have a system that indicates to the user 
those keys on the remote controller that are active in any particular mode of 
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Operation, There also exists a need for such a system that will give a user the 
capability to set a progiammable reminder for viewing a program scheduled to air at 
a future time. 

There is also a need for an electronic guide system providing the user 
5 with comprehensive informaticwi about pay-per-view events, premium services or 
other packaged programming to which the user does not ordinarily subscribe, and 
which provides the user with the capad)ility to automatically purchase such 
programming on demand or impulse. There is also a need for an electronic guide 
system providing a reliable and efficient method of updating or replacing the 
10 application software that implements the electronic guide at the user sites. 

There also exists a need for an electronic program guide that operates 
as a shell or window to provide the user with the capability to access other 
applications or information systems that are not part of the electronic program guide 
application or data. 

15 It is accordingly an object of the present invention to provide a 

system that will allow the user to view a broadcast program while, at the same time, 
interactively viewing program schedule information for other programs. 

It is another object of the present invention to provide the user with 
the ability to select from among a plurality of display formats for the program 
20 schedule information. 

It is yet another object of the present invention to indicate to the user 
of the program schedule system those keys on the remote controller active in the 
particular mode of operation of the system at the time of use. 

It is a still further object of the present invention to provide the user 
25 of the electronic program schedule system with the capability of setting 
programmable reminder messages for any future program. 

It is yet a further object of this invention to provide the system user 
with comprehensive information about pay-per-view events, premium services or 
other packaged programming to which the user does not subscribe and the capability 
30 to automatically purchase such programming on demand or impulse. 

It is another object of the present invention to provide an electronic 
guide system that provides a reliable and efficient method of updating or replacing 
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the application software programs that implement the electronic guide at the user 
sites. 

It is still another object of the electronic program guide to operate as 
a shell or window to provide the user with the capability to access other applications 
or information systems which are not part of the electronic program guide 
application or data. 

It is yet another object of the electronic program guide to provide a 
system whereby video promotion of television programs and services are 
functionally linked and visually displayed in an integrated fashion to facilitate the 
marketing and sale of such programs and services. 

It is still a further object of the present invention lo provide password 
control for access to individual programs, as well as channels, using a protected 
interactive flexible and uncomplicated on-screen interface. 

Another object of the present invention is to provide the user with 
current programming information for all programs as the user surfs through the 
available channels. 

It is yet a further object of the present invention to provide a system 
in which the user can access his current billing information on demand. 

It is another object of the present invention to provide a system which 
overlays television program listings against varying background views. 

It is yet another object of the present invention to provide an 
improved display of text in the grid cells comprising a page of television program 
listings. 

It is another object of the invention to provide a system where the 
user can locate a television program, movie or event by selecting the first several 
characters of the tide of the program, movie, or event, 

These and other objects of the invention are achieved by an electronic 
program schedule system which includes a receiver for receiving broadcast, satellite 
or cablecast television programs for a plurality of television channels and a tuner for 
tuning a television receiver to a selected one of the plurality of channels. A data 
processor receives and stores in a memory television program schedule information 
for a plurality of television programs to appear on the plurality of television 
channels. A user control apparatus, such as a remote controller, is utilized by a 
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viewer to choose user control commands and transmit signals in response to the data 
processor which receives the signals in response to user control commands. A 
television receiver is used to display the television programs and television program 
schedule and other information, A video display generator receives video control 

5 commands from the data processor and program schedule information from the 
memory and displays a portion of the program schedule information in overlaying 
relationship with a television program appearing on a television channel in at least 
one mode of operation of the television programming guide. The data processor 
controls the video display generator with video control commands, issued in 

10 response to the user control commands, to display program schedule information for 
any chosen one of the plurality of television programs in overlaying relationship 
with at least one television program then appearing on any chosen one of the 
plurality of channels on the television receiver. 

15 Brief Descri ption of the Drawings 

Fig. 1 is a block diagram showing various components of the 
preferred embodiment of the invention herein. 

Fig. 2 is a block diagram showing the combination of program and 
schedule information by the video overlay device utilized in the preferred 
20 embodiment of the invention. 

Fig. 3 depicts a remote controller that can be used in connection with 
the preferred embodiment of the electronic program guide system of the present 
application. 

Fig. 4 depicts an alternative embodiment of the remote controller 

25 shown in Fig. 3. 

Fig. 5 shows an overlay appearing on a television screen in one mode 
of operation of the preferred embodiment of the present invention. 

Fig, 6 is a menu that appears on a television screen in a MENU mode 
of operation of the preferred embodiment of the present invention, 
30 Fig. 6A is yet another menu that appears on a television screen in a 

MENU mode of operation of the preferred embodiment of the present invention. 

Fig. 7 depicts a Viewer Preference Menu that appears on a television 
screen in one aspect of the preferred embodiment of the present invention. 
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Fig. 8 shows a Preferred Channel selection submenu. 

Fig. 9 shows an impulse ordering menu that appears on a television 
screen in one aspect of the preferred embodiment of the present invention. 

Fig. 10 shows a Premium Services submenu that appears in one mode 
5 of operation of the preferred embodiment of the present invention. 

Fig. 11 shows a graphic overlay appearing on a television screen in a 
BROWSE mode of operation of the preferred embodiment of the present invention. 

Fig. 12 shows a graphic overlay appearing on a television screen in a 
BROWSE mode of operation of the preferred embodiment of the present invention 
10 having different information from that shown in Fig. 11. 

Fig. 12A shows a graphic overlay appearing on a television screen in 
a BROWSE mode of operation in the present invention displaying schedule 
information for a time and channel other than that shown in Fig. 1 1 . 

Fig. 13 shows a graphic overlay appearing in a REMINDER mode of 
15 operation of the preferred embodiment of the present invention. 

Fig. 14 shows yet another graphic overlay appearing in a 
REMINDER mode of operation of the preferred embodiment of the present 
invention. 

Fig. 15 is yet another menu that appears on a television screen in a 
20 MENU mode of operation of the preferred embodiment of the present invention. 
Fig. 16 is yet arwther menu that appears on a television screen in a 
MENU mode of operation of the preferred embodiment of the present invention. 

Fig, 17 is yet another menu that appears on a television screen in a 
MENU mode of operation of the preferred embodiment of the present invention. 
25 Fig. 18 shows a grid listing of schedule information displayed in an 

All Listings mode of operation of the preferred embodiment of the present 
invention. 

Fig, 19 shows schedule information displayed in a Listings By 
Category mode of operation of the preferred embodiment of the present invention, 
30 Fig. 20 shows schedule information displayed in a Listings By 

Channel mode of operation of the preferred embodiment of the present invention. 

Fig. 21 shows information displayed in response to a user's request 
for supplemental programming information. 
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Fig. 22 shows programming, ordering and video promotional 
information displayed in a Pay-Per-View mode of operation of the preferred 
embodiment of the present invention. 

Fig. 23 shows an ordering submenu used in conjunction with the 
5 mode of operation shown in Fig. 22. 

Fig, 24 shows yet another ordering submenu used in conjunction with 
the mode of operation shown in Fig. 22, 

Fig. 24 A shows yet another ordering submenu used in conjunction 
with the mode of operation shown in Fig, 22, 
10 Fig, 25 shows another grid listing of schedule information displayed 

in an All Listings mode of operation of the present invention. 

Fig. 26 shows a Premium Services submenu that appears in one mode 
of operation of the preferred embodiment of the present invention. 

Fig. 27 shows a Messages menu that appears in one mode of 
15 operation of the preferred embodiment of the present invention. 

Fig. 28 shows exemplary messages used in connection with the menu 



of Fig. 27. 



20 of Fig, 27. 



Fig. 28A is an alternative message menu. 

Fig. 29 shows billing information used in connection with the menu 



Fig. 30 shows a Key Lock Access menu that appears during one 
mode of operation of the preferred embodiment of tiie present invention. 

Fig. 31 shows a menu appearing in connection with an Interactive 
Television mode of operation of the preferred embodiment of the present invention. 
25 Fig, 32 shows information that appears in a Quote Watch menu in 

connection with the Interactive Television mode of operation shown in Fig. 31. 

Fig. 33 shows other information that appears in connection with the 
Interactive Television mode of operation shown in Fig, 31. 

Fig. 34 is a menu showing information that appears in a news display 
30 in the Interactive Television mode of operation of the preferred embodiment of the 
present invention. 
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Fig. 35 is a menu showing information that appears in a sports 
display in the Interactive Television tnode of operation of the preferred embodiment 
of the present invention. 

Figs. 36A-D illustrate a flow chart showing the operation logic 
5 required for implementation of a computer program for the electronic program 
guide. 

Fig. 37 is a menu showing a Locator screen for locating channel 
numbers and defining favorite channel lists. 

Fig. 38 is an alternative menu that can be used in a MENU mode of 
10 operation of the electronic program guide. 

Fig. 38A and 38B show, respectively, an alternative main menu 
screen and a listing-by-time screen accessible from the alternative main menu. 

Fig. 38C is a second alternative menu screen including the "By Title** 

selection box. 

15 Fig. 38D shows a screen of alphabetical listings displayed upon 

selection of the "By Title" option. 

Fig. 38E illustrates the scroll mode of one embodiment of the "By 
Title" option of the present invention. 

Fig. 38F illustrates the search mode of one embodiment of the "By 
20 Title" option of the present invention. 

Fig, 39 is a Lockout menu that alternatively can be used for 
permitting or prohibiting access to certain programs. 

Fig. 40 is a Setup menu that can be used to set text location and a 
purchase code for prcnruum and pay-per-view programming. 
25 Fig. 40A shows an exemplary menu for inputting a lockout code. 

Figs. 40B through 40E show, respectively, exemplary menus for 
entering, confirming, clearing or changing a purchase code. 

Fig. 41 is a Lockout Verify menu that is used in connection with the 
Lockout menu of Fig. 39. 
30 Fig. 42 is a flow chart showing the operation of the preferred 

embodiment of the textfit system of the invention herein. 
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DETAILED DESCRIPTION OF THE PREFERK FX) EMBODIMENT 

System Configuration 
Fig, 1 is a block diagram showing various components of the 
electronic program schedule system generally designated as 10. Physically, these 
5 system components can be located in a user's set- top cable converter box or other 
signal reception or processing device, such as a satellite receiver. Alternatively, the 
components can be mounted in a separate housing, or included as part of a 
television receiver, VCR. personal computer, or multimedia player; or reside as a 
distributed application in a broadband network architecture. 
10 An input signal 11 is connected to a receiver 12, which receives a 

transmitted data stream from a data provider. The data stream may contain, for 
example, information ^>out programs or services available in a particular market, 
geographical or otherwise. The input signal 1 1 can originate, for example, as part 
of a standard broadcast, cablecast or satellite transmission, or other form of data 
15 transmission. The data provider is a program information provider, the satellite 

uplink manager, a local cable operator, or a combination of these sources, and the 
data stream contains program schedule information for all television programs and 
other services available in the operator's geographical market. 

The data stream may be modulated and then transmitted on the cable 
20 line in any number of ways, including as part of a dedicated channel transmission 
operating at a frequency of, for example, 75 MHz. Those of skill in the art will 
understand that numerous other transmission schemes dan be used to transmit the 
data stream, such as embedding it in the vertical blanking interval of a program 
brckadcast signal. As will be discussed in greater detail below, according to the 
25 present invention, the transmitted data stream may additionally contain application 
software for implementing or updating the electronic program guide at the user site. 

The transmitted program schedule data or application software is 
received by the receiver 12 on signal input line 1 1 . The received signal is passed 
from the receiver to a data demodulator 13, such as a QPSK demodulator or a GI 
30 Info-Cipher lOOOR, which demodulates the transmission and passes it to a buffer 15. 

A microcontroller 16, such as a M68000EC, receives data passed to 
the buffer 15. Bootstrap operating software, which may be used for capturing 
electronic program guide application software updates, is stored in a read only 
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memory (ROM) 17, The microcontroller 16 uses the received program schedule 
information to build a database by storing the data in appropriately organized 
records in dynamic random access memory (DRAM) 18. The stored schedule 
information can be updated on a periodic basis, such as hourly, daily or weekly, or 
5 at any time when changes in scheduling or other factors warrant an update. The 
system also includes a system clock 19. 

Alternatively, the program schedule information could be supplied in 
a ROM. disk or other non-volatile memory, or it could be downloaded to a storage 
disk or other data storage device. The invention herein is not directed to the 

10 particular method of transmission or reception of the schedule information. 

If the microcontroller 16 recognizes the received data as application 
software which controls the program schedule system, as opposed to program 
schedule information, it stores it in non-voladle memory, such as an electrically 
erasable programmable ROM (EEPROM) 20 or battery-backed static RAM 

15 (SRAM). This configuration allows revised or replacement versions of the 

plication software to be downloaded directly from the software developer to the 
user site through the cable or other transmission system. 

In the case where an EEPROM is utilized, revised or replacement 
versions of the application software downloaded from the developer are first stored 

20 in DRAM 18 by the microcontroller 16, under direction of the downloading 

operating software stored in the ROM 17. The stored application software can then 
be checked for accuracy by, for example, a checksum analysis or other verification 
routine. 

After the accuracy of the application software has been verified, the 
25 microcontroller 16 initiates a routine to re-program the EEPROM 20, where the 
application software is permanently stored. The microcontroller 16 will issue 
proper control commands to a rcprogram circuit 21, which is adapted to supply the 
proper program voltage and logic control signals 22 required to erase and write to 
the EEPROM. It supplies this program voltage, Vprog, as well as any other 
30 required control signals, such as read or write enable, to the EEPROM 20 upon 

command from the microcontroller 16. After the EEPROM 20 has been electrically 
erased, the microcontroller 16 initiates transfer of the new application software from 
the DRAM 18 to the EEPROM 20 for storing. 
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When a battery-backed SRAM is utilized as non-volatile memory, 
the microcontroller stores the revised or replacement version of the application 
software downloaded from the developer directly in the SRAM, again under 
direction of the downloading operating software stored in the ROM. The stored 

5 application software can then be checked for accuracy by, for example, a checksum 
analysis or other verification routine. 

When power is first applied to the system 10, the bootstrap operating 
software verifies that the program guide application software is resident in memory. 
If it is not resident, the bootstrap operating software waits for a download of the 

10 software. Once the application software is resident, the microcontroller 16 executes 
the application program software from a dedicated portion of the DRAM 18. 
Alternatively, the application software can be executed directly from the non-volatile 
memory 20. Under control of the progiam guide application software, the 
microcontroller 16 first verifies that the program schedule information is resident in 

15 DRAM 18. If it is not resident, the microcontroller waits for a download of the 

program schedule information, as discussed above. Alternatively, if the application 
program is resident in memory, but the database records containing the program 
schedule information data are not yet available, the application software can be 
configured to carry out other tasks, such as allowing the user to carry out functions 

20 not requiring the program schedule information data, as well as displaying an 
appropriate message indicating the database data is not yet available. 

When the schedule system is operating, as discussed in greater detail 
hcreinbelow, the microcontroller 16 takes the program schedule information stored 
in the DRAM 18 and, in conjunction with other downloaded data types such as 

25 stored bit maps for the screen configuration and the graphic symbol or logo displays 
stored in non-volatile memory 20 or, alternatively, in DRAM 18, supplies it to a 
video display generator (VDG) 23, which in the present embodiment may be a 
commercially available VGA-type graphics card, such as a Rocgen card 
manufactured by Roctcc. The VDG includes a standard RGB video generator 24, 

30 which takes the digital program schedule information sent by the microcontroller 16 
and converts it to an RGB format in accordance with the bit map for the particular 
screen display then being presented to the user on the television receiver 27. The 



Mimosa 11:11:38 



wo 96/17473 



PCT/«S9Syi5241 



10 



14 

configuration of each screen is shown and discussed in greater detail in the System 
Operation section below. 

The VDG also includes a Video Overlay Device 25, which accepts 
the RGB video input, as weU as an input from conventional television tuner 28, 
such as a conventional tuner manufactured by General Instrument or a Jerrold DPBB 
tuner, which suppUes a program signal in standard NTSC video format. The 
overlay device 25 converts and combines the RGB signal with the signal from the 
tuner 28, and produces a composite NTSC output signal containing both the 
program signal and the program schedule information, as shown in Fig. 2. This 
composite video signal is supplied to a modulator 26, shown in Fig. 1, which can be 
a modulator such as available from Radio Shack, and then to the television receiver 
27. which the user keeps tuned to the modulated channel, for example, channel 3 or 
4. The composite video signal can also be supplied directly to the television 
receiver 27 or other receiving device from the VDG through a video port 25A on 
15 the VDG. 

The system components identified in connection with Fig. 1 can all be 
implemented in a preferred platform by. for example, an ffiM personal computer 
equipped with a transmission link and a video graphics card, such as those 
manufactured by Roctec. Other platforms, such as a cable converter box equipped 

20 with a microprocessor and memory, or a broadband network also could be used. 

Examples of the particular components are as follows: Microcontroller - Motorola 
part no, MC68331-16; ROM - Texas Instruments part no. TMS27PC:512; DRAM - 
- Texas Instruments part no. TM4256; EEPROM - Intel part no. 28F001BX-T. In 
any event, those of skill in the art will appreciate that the particular details of the 

25 hardware components and data storage arc a function of the particular 

implementation of the system, and are not the subject of the present invention. 

As discussed in detail below, the user may navigate through the 
program schedule system with a remote controller, such as that shown in Fig. 3, 
which operates on conventional principles of remote control transmitter-receiver 

30 logic, such as by infrared or other signalling, or other suitable user interface. The 
remote controller 31 communicates with the microcontroller 16 through the remote 
controller receiver 29, shown in Fig. 1. which can be a Silent Partner IR receiver 
and which receives signals transmitted by the remote controller 31 and supplies the 
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microcontroller 16 with a corresponding digital signal indicating the key depressed 
by the user. 

A remote controller suitable for the present invention, such as shown 
in Fig, 3, which can be a remote controller manufactured by Universal Electronics 

5 or Presentation Electronics* Silent Partner, may include a power switch 32, volume 
33 and mute 34 controls, an ENTER or key 35, Q-9 digit keys 36, four direction 
arrow keys 37A and 37B, a MODE key 38 and an information key 39 that is 
designated with a lower case "i." The power 32, volume 33 and mute 34 keys 
operate in the same manner as conventional remote controllers typically used with 

10 present-day television receivers. The numeric digit keys 36 also function in much 
the same manner as conventional remote controllers. A brief description of the 
remaining keys follows. 

The MODE key 38 takes the user through various layers of the 
electronic program schedule system 10 and generally allows the user to return to a 

15 previous screen when he is in a submenu. The up/down direction arrow keys 37 A 
allow a user to navigate through the different TV program channels when the 
program schedule system is in a FUP or BROWSE mode, as will be fully described 
below, and also allow the user to navigate through highlighted bars displayed on the 
TV screen when in a MENU mode. The left/right direction arrow keys 37B allow 

20 the user to navigate through selected time periods when the program schedule 

system is in the BROWSE mode, as will also be described below. They further 
allow the user to navigate across subject-matter categories while in the "Categories" 
submenu of the MENU mode, as well as to navigate across time periods when the 
program schedule system is in a pay-per-view ordering mode and, in general, 

25 navigate in left or right directions to select various icons and other objects. The 

information, or "i," key 39 allows the user to view supplemental program and other 
information during the various modes of the program schedule system. The ENTER 
35 key fulfills and inputs a command once the user has made a selection from the 
remote controller keys. The function and operation of these keys will be made 

30 more apparent in the detailed discussion of the FLIP. BROWSE and MENU modes 
below. 

A second embodiment of the remote controller 40 is shown in Fig. 4. 
This embodiment of the remote controller also includes a power key 41, numeric 



Mimosa 11:11:38 



^^^'^^^^^ PCr/DS95/15241 

16 

digit keys 42, direction arrow keys 43A and 43B, information key 48, ENTER or 
SELECT or "OK" key 44, volume control 45, lockout key 45A, mute keys 46 and 
help key 48A, It also includes pound sign and star keys. 

This embodiment of the remote controller fuither includes a number 
5 of icon keys 47A and 47B, which coirrspond to different submenus or modes of the 
program schedule system. The icons 47A and 47B may also be displayed on the 
TV screen when the program schedule system is operating. The icon keys 
essentially replace the MODE key 38 used in the embodiment of the remote 
controller shown in Fig. 3. Using these keys, the user can move from one mode to 
10 another simply by depressing the icon key corresponding to the desired mode of 
operation of the program schedule system. In the embodiment of Fig. 4, the icons 
47A and 47B are shown as graphic symbols situated directly above a corresponding 
color-coded key. Alternatively, the color-coded keys could be eliminated and keys 
could be formed in the image of the icon itself, 

The embodiment of the remote controller shown in Fig, 4 also 
includes three color-coded viewer preference or favorite channel keys, 48 A, 48B 
and 48C that are situated directly above the icon keys. Each of these keys indicates 
to the program schedule system a distinct user-created "Channel Preference" or 
"Favorite Channel" list, which is a listing of a specific subset of channels for a 
20 particular user, arranged in the sequential order that the user wishes to view during 
operation of the program schedule system. The creation of the Channel Preference 
or Favorite Channel list is discussed in the following section. Thus, the system 
provides for at least three individual channel subsets for three individual users. 

The remote controller of Fig. 4 also may be equipped with a "HPTP" 
25 key 48 A, which, when depressed, causes the microcontroller 16 to retrieve 

previously stored instruction messages from memory and cause them to be displayed 
on the television receiver 27. These messages offer help to the user in the form of 
instructions that guide the user through the operation of the various operating modes 
of the electronic television program guide. They may be text messages, or 
instructional video images, or audio programs, depending on the storage capacity of 
the system, or any combination of these. Moreover, these help messages may be 
created so that they are context-sensitive, i.e., the messages displayed depend 
entirely upon the precise point in the operation of the electronic program guide that 



30 
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the user dqjresses the help key 48A, For. example, information could be supplied 
for operation of the remote controller, for operating the FLIP or BROWSE mode 
(discussed below), or any other mode of operation of the guide, for impulse 
ordering, for setting a lockout, etc. In order to accomplish this, each point of 
5 operation of the guide could be coded so that the microprocessor could track the 
current operating point, for example, by temporarily storing the code reflecting the 
present operating point as the user operated the guide. When the user pressed the 
help key 48 A, the microcontroller 16 would retrieve an appropriate set of messages 
based on the presently stored operating point code. Additionally, the i key 39 could 
10 be used to carry out the function of the help key. 

Additionally, each of the functions of the remote controllers can also 
be integrated into a keypad on the user's cable box or other hardware. 

SystgfP Qpgration 

15 In operation, the electronic program schedule system of the present 

invention functions as follows. 

FLIP Mode 

When the user is viewing a particular program channel on the 
television receiver, the program schedule system defaults to a FLIP mode, shown in 

20 Fig, 5. In this mode, a graphic overlay 51 containing programming information for 
the channel currently tuned on the tuner is superimposed in overlaying relationship 
with a received program signal 55 on the screen of the television receiver 27 
whenever the viewer changes the program channel, for example, by using the 
up/down direction arrows on the remote controller. The video overlay device 25, 

25 such as shown in Fig. 1, combines the computer-generated RGB video-graphic 

overlay information with the NTSC-format program signal from the tuner 28, and 
supplies an NTSC-format output signal, which includes the program signal from the 
tuner and the program schedule overlay information for viewing on the television 
receiver 27. 

30 The programming information contained in the graphic overlay 51 is 

supplied to the RGB video generator by the microcontroller. In FLIP mode, the 
microcontroller first searches the program schedule database in, for example, the 
DRAM 18 to retrieve the programming information for the currently tuned channel 
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52 corresponding to the current time; i.e., the time at which the user just turned on 
the television receiver for viewing. The microcontroller 16 then supplies the current 
channel and program infomiation to the RGB video generator 24 which converts the 
digital data information to RGB format and supplies it to the video overlay device 
5 25. 

In normal operation, the microcontroller 16 defaults to displaying all 
channels offered by the cable company prioritized by numeric order, which is 
determined by the broadcast channel position in the radio spectrum or the marketing 
judgments of local cable operators. Using a ^Channel Preference* submenu, or an 
0 alternative "Locator" screen, both of which are discussed below, the user can revise 
the content and/or sequential order of the channels presented to the television 
receiver 27. 

In general, if the user does not issue a change-channel instruction, or 
other command, from the remote controller 40 within a predetermined time interval 

5 while in the FLIP mode, the microcontroller 16 instructs the VDG 23 to remove the 
graphic overlay 51 from the television receiver, thus presenting only a program 
signal 55 to the television receiver 27 for viewing. The duration of the 
predetermined time interval is such that it allows the user sufficient time to read the 
programming informatiwi contained in the overlay. The duration of the 

D predetermined time interval during which the graphic 51 overlay appears is stored in 
a location in non-volatile memory 20 addressable by the microcontroller 16. The 
user can change the duration of the time interval, by first entering a Viewer 
Preference mode, and then selecting an 'overlay interval" entry. The 
microcontroller 16 then causes a user prompt to be displayed on the screen which, 

5 for example, asks the user to select an appropriate time period for displaying in the 
graphic overlay on the screen. Using the numeric keys, the user can input an 
appropriate response, for example, a period between 5 and 60 seconds, and then 
depress ENTER. The new interval f)eriod is then read and stored by the 
microcontroller 16 in the overlay time interval location in memory. 

3 If the user issues a change-channel command from the remote 

controller 40 before or after the predetermined overlay period has elapsed, either by 
using the up/down direction arrows 43 A, or by entering a desired channel number 
using the numeric keys 42 and then depressing the ENTER key 44. the 



Mimosa 11:11:38 




wo 96/17473 PCT^S95/1524 1 

19 

microcontroller 16 will cause the tuner 28 to tunc to the desired channel — either the 
channel immediately preceding or following the current channel when the up or 
down arrow 43A is used or the specific channel entered on the numeric key pad by 
the user — and will also search for and immediately cause to be displayed the 
5 current program information for that channel. Thus, as the user flips through the 
channels, the program schedule information for any selected channel automatically 
appears in the graphic overlay 5 1 while the actual program 55 appearing on the 
selected channel at the particular time occupies the remainder of the screen. 

The system can also be configured to issue an error message, such as 
10 an audible beep or displayed text indicating an invalid key stroke, if the user 
depresses either the left or right direction arrow keys while in the FLIP mode. 

BROWSE Mode 

To initiate the BROWSE mode, the user depresses the MODE switch 

15 once while in the FLIP mode when using the first embodiment of the remote 
controller 31 shown in Fig. 3. Utilizing the second embodiment of the remote 
controller 40 shown in Fig. 4. the user would depress the button below the 
BROWSE icon 47 A, 

In the BROWSE mode, the user is provided with the ability to scan 

20 through program schedule information for any channel, including, but not limited 
to, the channel being viewed, while at the same time continuing to view the TV 
program previously selected. As shown in Fig, 1 1 , in this mode the graphic 
overlay information that appears in the FLIP mode is replaced with programming 
information for the channel being browsed, which may or may not be the channel 

25 currently being viewed by the user. After the user issues the command from the 
remote controller 40 to enter the BROWSE mode, a graphic overlay 1 1 1 is 
generated, as in the FLIP mode, with program schedule information for the 
currently tuned channel 112 and a texoial BROWSE indicator 113 to remind the 
user of the currently active mode, as shown in Fig. 11. 

30 If the user depresses either the up or down direction arrow on the 

remote controller 40 while in the BROWSE mode, program schedule information 
for either the prior or next channel is displayed in the graphic overlay portion 1 1 1 
of the television receiver screen 27, while the tuner remains tuned to the channel 
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program that appeared on the television receiver at the time the user entered the 
BROWSE mode, as shown in Fig. 12. axKl continues to so appear. Each successive 
d^ression of the up or down direction arrow key produces corresponding program 
schedule information for the selected channel. The graphic overlay may also 
include a small video window for showing the actual video signal of a cunenUy 
aired program or a clip of a future program corresponding to the schedule 
information then appearing in the BROWSE overlay. In this way, the user can 
simultaneously scan program schedule information for all channels while 
continuously viewing at least one selected program on the television receiver. With 
the advent of sophisticated television receivers, it may also be possible to 
simultaneously display multiple broadcast programs on a single screen for viewing, 
or to split the screen to show, for example, broadcast programs in combination with 
advertisements. The BROWSE feature could be used in any of these situations. 

If, at any time during scanning of the program schedule information 
in the BROWSE mode, the user desires to tune the television receiver 27 from the 
program channel currently being viewed to the program channel indicated in the 
schedule information in the graphic overlay, he simply depresses the ENTER button 
44 and the tuner 28 will be tuned to that channel. If the user does not want to view 
another channel and wishes to exit the BROWSE mode, thus removing the graphic 
overlay 1 1 1 with the program schedule information, he must depress the MODE key 
twice in the first embodiment of the remote controller 3L The first depression of 
the MODE key takes the user to the MENU mode, discussed below, and the second 
depression will take the user to the FLIP mode. Once in the FLIP mode, the 
graphic overlay will be removed after the duration of the time-out interval has 
passed. In the second embodiment of the remote controller shown in Fig, 4, the 
user toggles the BROWSE icon key to deactivate the BROWSE mode. 

When the user first enters the BROWSE mode and begins scanning 
channels, the schedule information appearing in the overlay portion 1 1 1 describes 
the programs currcntiy playing on any particular channel. In order to view 
programming information for later or earlier times, the user employs the left and 
right direction arrows 43B. As a consequence, the system will display future 
program schedule information for the particular channel previously selected by the 
up and down direction arrows, whether it is the channel currently being viewed or 
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any other available channel. The schedule information presented includes the name 
of the program and program start/stop time. The instant embodiment of the system, 
in order to conserve memory, will not allow the user to view piogiamming 
information for a time prior to the current time. The system could be easily 
5 modified to provide such information if adequate memory is made available. It may 
be desirable, for example, to allow a user to view schedule information for an 
earlier time to find a particular show and then allow the user to command the 
microcontroller to find and display future airing dates of the show, or the 
microcontroller could simply do this automatically. 
10 When viewing program schedule information for a future time in the 

BROWSE mode, the displayed time of airing 121 of the particular show 122 is 
highlighted, as well as the channel number and service indicator 123, as shown in 
Fig. 12 A. Such highlighted information reminds the user that he is viewing 
program schedule information for a future time. Also, when viewing program 
15 schedule information for a future time on any particular channel in the BROWSE 

mode, depression of the channel up direction arrow key on the remote controller 40 
causes programming schedule information for the next channel to appear, which 
corresponds in time to the future time that was being viewed before the up key was 
depressed by the user. The channel down direction arrow key 43B functions 
20 identically in this mode. 

If while viewing program schedule information for a future time in 
BROWSE mode the user depresses the E^^TER key on the remote controller, the 
microcontroller 16 will instruct the VDG 23 to display a REMINDER overlay 
message 130 which, as shown in Fig. 13, is displayed as a second overlay 131 
25 appearing above the BROWSE overlay 132. The REMINDER message 130 queries 
the user as to whether the system should remind the user, at a predetermined time 
before the start of the selected program, that he or she would like to view the 
selected program, as shown in Fig. 13. If the user responds affirmadveiy, the 
microcontroller 16 stores reminder data consisting of at least the channel, time and 
30 day of the selected program in a reminder buffer, which contains similar schedule 
information for all programs for which the user has set a reminder. At a pre- 
determined time before the selected program start time, for example, five minutes, 
the microcontroller 16 will retrieve schedule information, including title and service, 
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based on the reminder data, and will instruct the VDG 23 to display a REMINDER 
overlay message 140 on the television receiver 27, as shown in Fig. 14. to remind 
the user that he or she previously set a reminder to watch the selected program. 
The REMINDER message 140 contains the channel, service and start time. It also 
5 displays the number of minutes before the time of airing of the particular show and 
updates the display every minute until the time of airing. The REMINDER message 
140 also displays a -TUNE" inquiry, which asks the user if she would like to tune 
to the selected program. When the user sets multiple reminders, the reminder 
overlays are stacked, for example, in ascending order according to the time each 

10 reminder is scheduled to be displayed, and the next reminder message will appear 
on the television receiver after the user takes appropriate action to remove the 
reminder message then being displayed. The REMINDER message (140 could also 
be adapted to allow the user to display or modify a Ust of all reminders previously 
set by the user. As with the overlay display time period in the FLIP mode, the user 

15 can modify the time period before a selected program that the REMINDER message 
appears by entering the Viewer Preference mode and revising the time entry, 

MENU Mode 

Using the remote controller 31 shown in Fig. 3, the user can enter 
20 the MENU mode from the BROWSE mode or from the FLIP mode by toggling the 
MODE button 38 once or twice, respectively. Using the remote controller 40 of 
Fig. 4. the user would simply depress the key 47B corresponding to the MENU 
icon. 

Referring to Fig. 6, in the MENU mode, the system displays a 
25 plurality of menu items and icons, which correspond to and allow user selection of 
distinct program schedule information display formats, local cable system message 
boards and other on-line information services. The MENU screen shown in Fig. 6 
is a full-screen display. In the embodiment shown in Fig. 6, there arc four 
vertically selectable horizontal bars 61-64, which are accessed using the up and 
30 down direction arrows 43 A on the remote controller 31 or 40. At the extreme left 
of each bar, an identifying icon 61 A-64A is displayed, which identifies the 
information contained in that bar. In the embodiment of Fig. 6, the 'TV GUIDE" 
icon 61 A in the first bar corresponds to program schedule information from TV 
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Guide* magazine, the "NOW SHOWING" icx>n 62 A in the second bar 62 
corresponds to pay-per-view and premium service events, the *MSO Logo" icon 
63A in the third bar 63 corresponds to Customer Service or local cable company 
information messages, and the circular icon 64A in the fourth bar 64 corresponds to 
5 other interactive services available to the user, or in the case of broadband 

networks, other venues, e.g., home shopping, banking or telephone use. As also 
shown in Figs. 6 and 6A, each bar also contains a textual description of its contents. 

When the user first enters the MENU mode, the system defaults to 
selection of the program schedule bar. When a particular bar is selected, the textual 

10 description is removed and a plurality of icons or identifying windows are displayed 
adjacent the identifying icon. In Pig. 6, the program schedule bar 61 is selected. 
Using the up or down direction arrow key on the remote controller 40, the user 
selects a vertically adjacent bar. Figs, 15-17 show, respectively, selection of the 
Pay-Per-View bar 62, the Customer Service or Messages bar 63 and the Interactive 

15 TV services bar 64, 

An alternative MAIN MENU screen 215 is shown in Fig. 38. 
Certain selection screens accessible from the menu shown in Fig, 38 are shown in 
Figs. 38 A and 38B. It has three horizontally selectable bars: program schedule 205, 
Home Theater 206 and Customer Service 207. The MAIN MENU screen 215 also 

20 contains an additional "Locator" identifier, which is described below, 

A second alternate MAIN MENU screen 320 is shown in Fig, 38C. 
The MAIN MENU screen of Fig. 38C includes a "By Title" selection box 321 in 
addition to the "By Time" 322 and By Channel" 323 selection boxes. 

Once a particular bar in the MENU screen is selected, the user can 

25 select a particular icon from the plurality of horizontally selectable displayed icons 
65A-65C by using the left or right direction arrow and the ENTER key on the 
remote controller 40. Each icon contains a graphical symbol appearing in a 
background window of a particular color. When a particular icon is selected, it is 
offset from its background window and the color of the window changes. In Fig. 6, 

30 the grid icon 65 A immediately adjacent the "TV GUIDE" icon in the first bar 61 is 
selected. 

The function corresponding to the selectable entries in the MAIN 
MENU screen will now be discussed with reference to Fig. 6. It will be 
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appreciated by those of skill in the art that the same functionality applies in the 
categories shown in the MAIN MENU 215 shown in Fig. 38. 

In the uppermost vcrticaliy selectable horizontal bar 61, the first grid 
icon 65A represents an 'All Listings" mode in which the prx>gnun schedule 
5 information is displayed in a grid listing, such as that shown in Fig. 18. 

Alternatively, a single column grid-like display could be used, as that shown in 
Fig, 25. In this format, the vertical y-axis identifies the channel number and service 
while the horizontal x-axis identifies the time. The screen display of Fig. 18 also 
contains in the up^cr left-hand comer a mode identifier 180, in this case the notation 

10 "All Listings," to rendnd the user of the current operating mode of the system. 

Directly underneath the mode display is a highlighted di^Lay 181 of the channel that 
the user was watching before entering the MENU mode. In the upper right-hand 
corner, a logo icon 182 appears in a window directly above a date/time identifier 
183, which alternatively displays the current date and time. 

15 In the center of the screen display shown in Fig, 18 is a graphical 

Active Key Display (AKD) 184 which indicates to the user those keys on the remote 
controller that are active for that particular mode of the program guide display 
system. For example, in the screen display of Fig, 18, the cursor can only move 
up, down or to the right. If the user were to depress the left direction arrow key on 

20 the rcnrwte controller at that point, the system would not carry out any function 

since the cursor can not move to the left. Thus, the left arrow key is not active so 
its image is not displayed on the AKD 184, Similarly, since the system will only 
respond to a depression of the up, down or right direction arrow keys and the 
ENTER key, they are the only key images displayed on the graphical AKD 184. 

25 The MODE key, though not displayed, is always active to change from one mode to 
another. When the user first enters the All Listings guide, the time listing begins by 
default at the half-hour immediately preceding the current time unless the current 
time is on the hour or half-hour, in which case the display begins with the particular 
hour or half-hour, and the channel listing begins at the last channel being viewed by 

30 the user before entering the MENU mode. For example, in Fig. 18. the current 

time is displayed as 7:13 p.m., the time listing begins at 7:00 p,m. and the channel 
listing begins with channel 4. 
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In the All Listings mode, a moveable highlighted cursor 185 is used 
to indicate the currently selected program to the user. The user manipulates cursor 
movement using the direction arrow keys on the remote controller 40. 
Furthermore, the entire information display pages upward if the cursor is placed at 
5 the bottom of the screen and the down direction arrow is depressed, and similarly 
pages to the left if the cursor is at the extreme right side of the display and the right 
direction arrow is depressed. In this way, the user can navigate through the entire 
program schedule. 

The folder icon 65B immediately to the right of the All Listings icon 

10 in the top horizontal bar 61 of Fig. 6 identifies a "Category Listing" mode in which 
program schedule information is displayed and categorized by program content, as 
shown in Fig. 19. The particular listing shown in Fig. 19 includes the categories of 
Movies, Sports, News and Children 190A-190D. The database record stored for 
each listing contains a content-specific identifier so the microcontroller can search 

15 the database and categorize the information by content for purposes of displaying it 
in the Category Listing mode. As shown in Fig. 19, the user can manipulate the 
cursor left or right to highlight any one of the categories which appear at the head 
of the listing. In Fig. 19, the "Movies" category 190A is selected. As shown, the 
user is given a display of all movies, prioritized by time and then alphabetically by 

20 title of show, beginning with the half-hour immediately preceding the current time 
unless the current time is on the hour or half-hour, in which case the display begins 
with the particular hour or half-hour. The screen display shown in Fig. 19 also 
includes a textual description of the current operating mode of the program schedule 
system, as well as the graphic AKD 184, similar to that used in connection with the 

25 All Listings mode. 

As with the All Listings mode, if the user highlights a show which is 
currently airing, he can immediately tune to that show by depressing the ENTER 
key on the remote controller 40. If the highlighted show is one that will appear at 
future time, the user is again given the option of setting a REMINDER message. 

30 The triangular icon 65C at the far right of the TV GUIDE bar 61 in 

the display of Fig. 6 identifies a "Channel Listing" mode in which the program 
schedule information is categorized and displayed by channel, as shown in Fig. 20. 
The screen display shown in Fig, 20 again includes a textual mode identifier 201. 
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the graphic AKD 184, and the window including the logo icon 182 and alternating 
time/date display 183. At the head of the program listing is a list of several 
consecutive channels 202A-202C beginning with the last channel viewed by the user 
before entering the Channel Listing mode. The channel in the middle window 202B 
5 is highlighted and is the channel for which schedule information is di^layed. The 
display identifies those programs appearing on the highlighted channel beginning 
with the half-hour immediately preceding the current time unless the current time is 
on the hour or half-hour, in which case the display begins with the particular hour 
or half-hour. The user can display further future listings by manipulating the cursor 

10 to the bottom of the screen and paging the display, as previously described. The 
user can also change the selected channel by manipulating the left or right dirtxtion 
arrow keys on the remote controller 40. When the user issues a change-channel 
command in this manner, the next consecutive channel will be displayed in the 
highlighted window 202B in the channel string at the head of the display, and 

15 schedule information for the newly selected channel will be displayed on the 
television receiver 27. 

As with other modes, if a user wishes to tune to a highlighted 
program that is currently airing, he can do so by simply depressing the ENTER key 
on the remote controller 40, and if the user wishes to view a program that airs at a 

20 future time, the user is again given the option of setting a REMINDER message. In 
each of the FLIP, BROWSE and MENU modes, a lower case "i" icon appears at a 
number of occasions in connection with certain program listings, such as movies, 
such as the "i" 203 shown in Fig. 20. Any time this icon appears, the user can 
view additional programming information, generally comprising a textual description 

25 of program content and/or other information related to the program, such as the 
names of cast members and the like, by depressing the "i" key 48 on the remote 
controller 40. An example of a display of such additional information is shown in 
Fig. 21. The second horizontal bar 62 appearing on the screen in the 

MAIN MENU mode shown in Fig. 6 is the "Home Theater" Listing. It 

30 corresponds to Pay-Per-View events or services, specialized programming, and 
Premium Service programs. When this category is chosen by the user, the 
television receiver displays information as shown in Fig. 15. The first theater-ticket 
icon 150 that appears in this Home Theater bar identifies a format in which the Pay- 
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Per- View events and premium services are displayed, as shown in Fig, 22. As with 
other modes, the user can manipulate the cursor to highlight and select any 
particular show. Also, the user can obtain additional information about the Pay-Per- 
View event or service by depressing the "i" key 48 on the remote controller 40. 
5 The Pay-Per-View menu screen display shown in Fig. 22 also includes a video 
display section 220 in which short promotional clips of current and future events 
and services can be shown to the user while the user is viewing the Pay-Per-View 
scheduling information. The display of Fig. 22 is bit mapped such that the 
advertising clips may be shown in the lower left quadrant of the screen. The clips 
10 may be shown randomly in the video display section 120 or, alternatively, the clip 
shown could correspond to the particular selected entry on the list of events, and 
would change automatically as the user navigated through the list. 

When a user highlights a Pay-Per-View event or service by 
manipulating the cursor to the desired event or service using the direction arrow 
15 keys on the remote controller 40, he can order the event or service by depressing 
the ENTER button on the remote controller, thus linking schedule, promotional and 
ordering functions. If the user selects a particular Pay-Per-View event or service in 
this manner, the programming schedule system will next present to the user a Pay- 
Per-View ordering screen such as that shown in Fig. 23. The display includes a 
20 figure representing the cost of the event or service. The display also asks the user 
to choose from among a plurality of scheduled airing times 230A-230C, as well as 
whether the user would like to see a REMINDER message prior to the start of the 
Pay-Per-View event or service. The user responds to these inquiries by using the 
direction keys on the remote controller 40 to manipulate the ciuwr to the proper 
25 response and then depressing the ENTER key. After the user has ordered a Pay- 
Per-View event or service, the program schedule system will present the user with 
two ordering confirmation submenus, such as shown in Figs. 24 and 24 A. In either 
of these submenus, the user can confirm or cancel the Pay-Per-View event or 
service. 

30 If the user confirms the order, the microcontroller 16 stores the Pay- 

Per-View ordering information in a location in memory. The ordering information 
can then be transmitted to the cable operator by the microcontroller 16 either by 
phone line or on the cable line where the system has two-way communication or 
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Other such interactive capability. Alternatively, a computer at the cable operator 
location can interrogate the mraiory where the microcontroller stored the Pay-Per- 
View ordering information. At the appropriate time, the cable operator supplies the 
Pay-Per-View event or service and it is received by aU users who have ordered the 
program. 

The second icon 151 in the Pay-Per-View bar of Fig. 15 identifies a 
specialized broadcast, cable or satellite programming service to which the user has 
access via the electronic program guide. In this mode, the electronic program guide 
application software acts to comiect the user, through an appropriate data 
transmission link, to the programming service, at which point the user interacts with 
the service. Alternatively, the electronic program guide provides the navigation 
software, including the menus and scheduling information, for the particular 
programming service. Such a service could be, for example. Your Choice TV 
(" YCTV*), a service offering reruns of highly rated broadcast and cable programs, 
in which case the icon may take a form suitable to identify YCTV. The 
programming available on YCTV is then supplied to the user via the programming 
guide system. 

The last icon 152 appearing in the Pay-Per-View bar of Fig. 15 
identifies a display format which lists all Premium Services offered by the cable 
operator, as shown in Fig. 26, In this mode, the user can select for impulse 
ordering any one of the premium services by manipulating the cursor using the 
direction arrow keys on the remote controller and depressing the ENTER key. 
Similar to Pay-Per-View ordering, the system will present the user with a series of 
ordering displays and. if a service is ordered by the user, it will confirm the user's 
request using another other submenu. If confirmed, the microcontroller 16 will 
store the ordering information or transmit it directly to the cable operator. Once the 
order has been confirmed, the microcontroller can immediately allow the user access 
to the ordered premium service. In this manner, the user can order premium events 
or services on demand. 

If, during FLIP or BROWSE modes, a user views a channel or 
schedule information for a service not subscribed to by the user, the microcontroller 
16 causes an ordering submenu to appear instead of displaying a program signal 
along with the graphic overlay, as shown in Fig. 9. This submenu indicates to the 
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user that she does not currently subscribe to the selected service, and then asks the 
user if she would like to order the service. If the user responds affinnativcly, the 
program schedule system takes the user to the ordering submenu discussed above. 
In this manner, the user can order premium events or services on impulse. 

5 The third horizontal bar 63 in the MENU mode shown in Fig. 6 is 

the -Messages" or "Customer Service" listing. As shown in Fig. 16, the first 
envelope icon 160 represents message information available from the cable operator. 
When the user selects the message icon, he is presented with a screen display of 
currently available messages, as shown in Fig. 27. The display shown in Fig. 27 

10 includes cable system messages 270 and billing information 271. If the user selects 
the cable system messages option 270, she is presented with a message pertaining to 
the local cable operator, such as that shown in Fig, 28. If the user selects the 
billing status option 271 shown in Fig. 27, she is presented with a display of current 
billing information, such as that shown in Fig. 29. This information may include a 

15 history of purchases charged to the user, current balance information, pending 

orders, and, an indication of available credit, which can be an authorized debit limit 
previously arranged with the cable or other operator. Thus, a user could specify 
only a certain pre-set spending limit. Once the amount of charges from pay-per- 
view events reaches the limit, the microcontroller would not permit further ordering 

20 of events. An alternative messages menu is shown in Fig. 28 A. 

The next icon 161 in the Customer Service information bar 63 of Fig. 
16 identifies a "Viewer Preference" mode, which allows the user to create or revise 
a number of program schedule system operating parameters. Once selected, this 
display presents the user with several preference options concerning certain 

25 operating parameters of the program schedule system, as weU as the viewing of 
certain channels and/or certain content-specific programming, for example, those 
shown in Fig. 7. 

The first option shown in Fig, 7 is the "Parental** option 70, which 
can also be expressed as a "Key Lock Access" option. Once this option is initially 
30 selected by the user, the system displays a "Key Lock Access" submenu such as that 
shown in Fig. 30. 

The Key Lock Access menu shown in Fig. 30 allows the user to 
control access to individual channels and programs or events by requiring the user 
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to enter an access code "key/ consisting of a user-^)ecified four digit code in the 
specific embodiment discussed herein, before ordering or viewing these pre-selected 
channels, programs or events. The menu display shown in Fig, 30 shows a scries 
of subject categories that are entries in the vertical y-axis selectable by the user. A 
5 particular subject category is chosen by using the up or down direction arrow keys 
on the remote controUer 40 to highlight the desired entry. Once the user selects a 
particular subject category, the left and right arrow keys arc used to navigate within 
the chosen category. 

The first subject entry shown in Fig. 30 is the "Parental Guidance" 

10 category 30 L Once the user selects this category by manipulating the cursor to 

highlight the entry, the cursor can be then moved horizontally to an active window 
302 which displays and selects one the five letter rating items in the cat^ory. The 
letter items represent ratings of program content as follows: "V for violence, "N" 
for nudity, "L" for language, "AS" for adult situations and "PD" for parental 

15 discretion. Once the user selects a particular item, such as "L", by moving to the 
active window 302 using the right direction arrow key, depressing the ENTER key 
will indicate to the microcontroller 16 that a key lock access has been selected for 
programs rated with a "L" rating for violent or explicit language. The system 
indicates activation of a key lock access by displaying a key icon directly below the 

20 "L" category display. Once a key lock access is set, it can be deactivated by 
selecting the category letter and then depressing the ENTER key. This action 
causes the key icon to disappear. The user can change the rating category in the 
active window 302 by using the left or right direction arrow keys on the remote 
controller 40, images of which are displayed on the screen adjacent the active 

25 window as a reminder to the user. In this manner, the user can select other rating 
categories for setting a key lock access for any of the program content identifiers 
appearing in the Parental Guidance category. 

The key lock access code itself consists of a four digit code, which 
the user can enter and modify at any time. To do so, the user highlights the fourth 

30 vertically selectable entry "Change Key Lock Access Code." 304 by manipulating 
the cursor to highlight it using the direction arrow keys on the remote controller. 
Once highlighted, the user enters a new four digit code or revises the then existing 
code and depresses the ENTER key. The microcontroller 16 then identifies the new 
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four digit key lock access code and stores it in memory. The user can clear the key 
lock access code, as well as all other previously activated keys, by moving to the 
last entry in Fig. 30, "Clear Key Lock Access Code and All Keys," 305 which 
highlights the "OK" window, and then depressing the ENTER key. This action 
5 clears and deactivates all previously set keys, as well as the key lock access code. 

The schedule information database record for each program contains a 
field that corresponds to the program content identifiers in the Parental Guidance 
category. During operation, the microcontroller checks this field in response to a 
user command to tune to or order a program, or to display its corresponding 
10 schedule information before carrying out the tuning, ordering or displaying function. 
If the parental guide identifier in the program schedule information database record 
matches any one of the activated parental guidance identifiers shown in Fig, 30, the 
user will be promptod to enter tiie four digit key lock access code before the system 
takes any further action. If the entered code matches the key lock access code 
15 previously entered and stored by the user as described above, the system will carry 
out the user request to tunc to the program, to order it. or to display its 
corresponding schedule information. If the code is not recognized by the system, no 
further action will be taken and the user's request will be denied. 

By manipulating the cursor using the direction arrow keys to highlight 
20 the second entry, "MPAA ratings," 308 the user can also set a key lock access for 
programs based on their MPAA rating code, as also shown in Fig. 30. 

As with the Parental Guidance category, once the MPAA rating 
category has been selected, the user can move horizontally within the category to 
the active window 306 to select one the five rating codes, i.e.. "G" for general 
25 audiences, "PG" for parental guidance, -PG-13'' for suggested parental guidance, no 
one under 13 admitted without an adult, "R" for restricted and -"X" for x-rated. As 
with the Parental Guidance category, by selecting a particular rating -by using ti\e 
left or right direction arrow keys until the particular rating code appears in the 
active window-and then depressing the E^4TER key, the user sets a key lock access 
30 for the rating, in which case a key icon appears below the rating code. And, as 

with the Parental Guidance category, once a key lock access is set, the system will 
prompt the user to enter the four digit key lock access code anytime a request is 
made to tune to. order or display schedule information for a particular program 
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having a rating code which matches a rating code for which key lock access has 
been activated. 

The Key Lock Access mode also includes a subject category 303 for 
controlling access to channels, which may be entiUed, for example, "Channel 
Block- or •Channel Lock," As with the Parental Guidance 301 and MPAA 308 
categories, the user navigates to the Channel Block category 303 by manipulating 
the cursor using the direction arrow keys on the remote controUer and depressing 
the ENTER key. Once the Channel Block category 303 has been entered, the user 
can move horizontally to an active window 307. which in Fig. 30 indicates channel 
2. Once the user highlights this window by manipulating the cursor using the 
direction arrow keys on the remote controUer 40, a key lock access can be set for 
the channel appearing in the active window. This is done, as with the other subject 
categories in the Key Lock Access mode, by depressing the ENTER key. which 
again causes a key icon to appear below the channel number in the active window. 
The user can move to the prior channel or to the next channel in sequence by 
depressing either the left or right direction arrow key on the remote controller 40. 
In this manner, the user can activate a key lock access for any available channel. 

As with the Parental Guidance 301 and MPAA 308 categories, once a 
key lock access is set for a particular channel, the system will prompt the user to 
input the key lock access code prior to carrying out an instruction to tune to or 
order that channel. If the input key lock access code matches the previously stored 
access code, the user's instruction is carried out. Otherwise, the user*s instruction 
is ignored. Thus, the user can control access to the audio and video program 
content of any available channel. In this instance, the microcontroUer 16 will not 
allow audio or video program signals to pass to the VDG. but it will allow schedule 
information to appear for the channel. 

An alternative method for effecting lockout of programs is 
accompUshed using a •Lockout" screen, as shown in Fig. 39. In addition to 
limiting access to programs based on the Parental Guidance. MPAA and channel 
criteria, as discussed above, access may be limited on the basis of program title. 
Fig. 39 shows an alternative Lockout screen 250 that can be used to permit or limit 
access to programs based on program tide, in addition to the aforementioned 
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criteria. CXher parameters also may be included, such as dme of day, day of week, 
credit limit, and content cat^ory (e,g., talk shows). 

To enter the Lockout screen 250 shown in Fig. 39, the user must 
enter a multi^git lockout code using the numeric digit keys 42 and the enter key 44 

5 on the remote controller 40. The lockout code is set initially when the system is 
first used or installed. To set a lockout code in the first instance, the user accesses 
a Setup screen 260, such as that shown in Fig. 40. The Setup screen 260 will 
automatically appear the first time the electronic program guide is installed and 
initialized. For access during normal operation of the electronic jirogiam guide, a 

10 suitable access path to the Setup screen 260 may be provided, such as from an 
appropriate icon in the MAIN MENU 215. 

In the Setup screen 260 of Fig. 40, the user can navigate to the 
Lockout Code category 265 and set a new lockout code using the appropriate 
navigation and selection keys on the remote controller 40. A suitable menu for 

15 inputting the lockout code is shown in Fig. 40A. Once enabled, the lockout code 
must be used to set or modify locks, to view a previously locked program, or to 
clear or change the lockout code. The memory location of the stored lockout code 
also should be remotely accessible, such as by the local cable company, in case the 
user forgets the lockout code and it must be erased. 

20 Once the lockout code is entered and the Lockout screen 250 of Fig. 

39 is displayed, navigation within the screen is controlled by the direction keys 43 A 
and 43B on the remote controller 40. Using the up and down direction keys 43A to 
move the selection cursor, either the Movie Rating 251, Parental Guidance 252, 
Channel 253, Locked Program 254 or Lockout Code 255 category can be selected. 

25 The left and right direction keys 43B are then used to navigate inside the selected 
category - 

Clearing a previously set lockout code is accomplished by moving the 
selection cursor to the "Clear" entry 256 in the Lockout Code category 255 and 
depressing the enter key 44 on the remote controller 40. This causes the 
30 microcontroller to clear the lockout code stored in memory, as well as all locks 

previously set by the user. To change the current lockout code, the user navigates 
to the "Change" entry 257 in the Lockout Code category 255 and depresses the 
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enter key 44 on the remote controller 40. The user is then prompted to enter a new 
lockout code, which is subsequently stored in memory by the miciocontroller. 

To set a lock in either the Movie Rating 251 or Parental Guidance 
252 category, the user navigates to the selected entry in Fig. 39 by manipulating the 
5 selection cursor using the direction keys 43A and 43B on the remote controUer 40, 
and then depresses a lockout key on the remote controller, such as the padlock key 
45A shown in Fig. 4. The microcontroller will appropriately modify the di^lay to 
indicate that a lock has been set, for example, by changing the color of the text or 
the background in the selected entry window, or by displaying an appropriate icon 
10 next to the text in the selected entry window. In Fig. 39, a padlock icon 258 
appears in the window of the "PG" entry in the Movie Radng category 251. 
Toggling the lockout key while the selection cursor is positioned on a selected entry 
will alternately enable and disable the lockout function for that entry. 

Similarly, to set a lock for a particular channel, the user selects the 
15 channel using the selection cursor and then depresses the lockout key. In Fig. 39, 
the chaiuicl "4 KCNC" entry in the Channel category 253 has been locked, which is 
indicated by the inverse video and padlock icon appearing in the window. 

Program locks also may be set by title, which can be effected in 
several ways. For example, when the above-described FUP or BROWSE mode of 
20 the electronic program guide is enabled, thereby causing the title of a program to be 
displayed along with other program schedule information in a window superimposed 
on the actual program signal then being received, the user can limit access to the 
program corresponding to the displayed program information by depressing the 
lockout key 45A on the remote controller 40. The user also may limit access to the 
25 currently tuned program by depressing the lockout key 45 A on the remote controller 
40 while viewing the program, regardless whether the FUP or BROWSE modes are 
enabled. In this instance, the microcontroller first removes the program signal from 
the display and then accesses the schedule information database record for the 
program then appearing and sets an appropriate flag to indicate the program has 
30 been locked. Also, when viewing program schedule information in the grid or 

category listings, as discussed above and shown, for example, in Figs. 18-20. the 
user also can tag a program for lockout by highlighting it with the selection cursor 
and then depressing the lockout key 45 A on the remote controller 40. 
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In each of these instances, the microcontroller then stores the program 
title in a lockout title list stored in memory along with any other titles that 
previously have been locked out by the user. Individual items in the lockout title 
Ust arc displayed in alphabetical order in the "Locked Program" window 259 shown 
5 in Fig. 39, and the user may scroll through the list by positioning the selection 
cursor on the Locked Program window 259 using the up and down direction keys 
43A on the remote controller in Fig, 40 and then using the left and right direction 
keys 43B to scroll through the list one item at a time. In order to save memory 
space, alternatively, the microcontroller may be programmed to set a flag or 

10 otherwise mark the particular database record containing the program schedule 
information for the program that is to be locked out, and to thereafter access the 
database to retrieve the title information when it is to be displayed, such as when 
the viewer is reviewing the lockout title list in the Locked Program window 259, 
Once an individual title has been locked out, the microcontroller can 

15 be programmed optionally to display an appropriate lockout icon, such as a padlock, 
whenever program schedule information for the locked program is to be displayed, 
such as in the window overlay of the FLIP or BROWSE mode, or in the various 
grid and category displays available in the MAIN MENU displays. The system also 
may display an appropriate text message if someone tries to access the program 

20 signal of a previously-locked program. Of course, once a program is locked, in all 
instances the microcontroller prevents access to the actual program signal (including 
both the audio and video portions of the program signal) until an appropriate code is 
entered or the lockout is removed. 

Several methods can be used to block programs at their time of 

25 airing. For example, in the case of the Movie Rating, Parental Guidance and 

Channel categories, the schedule information database record for each program is 
provided with a field that corresponds to the rating, program content identifier or 
channel appearing, respectively, in the Movie Rating 251, Parental Guidance 256 
and Channel 253 category of the Lockout screen 250 shown in Fig. 39. 

30 During operation, the microcontroller checks the appropriate field in 

the database record in response to a user command to tune to or order a program 
before carrying out the tuning or ordering function. Additionally, the lockout code 
also may be used to restrict access to program schedule information. In this 
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instance, the microcontroller also would check the appropriate field in the schedule 
information database record before displaying schedule information for a program. 

If the movie rating, parental guidance or channel identifier in the 
program schedule information database record matches any one of the locked-out 
5 entries indicated in the Lockout screen 250, a Lockout Verify screen 300 is 

displayed in overlaying relationship with the video signal then being displayed on 
the television receiver, as shown in Fig. 4L The user will be prompted to enter 
the previously set lockout code before the system takes any further action. As an 
added security measure, asterisks will be displayed as the user enters the lockout 
10 code. If the entered code matches the lockout code previously entered and stored by 
the user as described above, the system will cany out the user request to tune to or 
order the program, or to display its corresponding schedule information. If the code 
is not recognized by the system, no further action will be taken and the user*s 
request will be denied. In this case, the Lockout Verify screen 300 will remain 
15 displayed on the television receiver waiting for a correct code to be entered. If no 
action is taken by the user, the Lockout Verify screen 300 will be removed after a 
predetermined time-out period, such as one or two minutes. 

Similarly, in the case of lockout by title, the microcontroller also 
could check the title field in the schedule information database record and compare 
20 it with the list of program titles for which the user previously set a lock. If, as 

described above, the microcontroller does not maintain a list of the actual titles of 
programs locked by title, a suitable identifier can be set in a field in the database 
record to indicate that a program has been locked by title when the user first sets 
the lock, and, thereafter, the microcontroller could check that field in response to a 
25 user request to tunc to or order a program, or display schedule information. 

An alternative method for effecting lockout involves the use of a 
portion of the real-time program signal being received by the television receiver. 
With this method, codes corresponding to a program's rating, parental guidance 
category, titic or channel are inserted into and transmitted along with the program 
30 signal, such as in the vertical or horizontal blanking intervals, or on raster scan lines 
that arc not visible on the television receiver. When the program signal is received, 
these codes are stripped from the program signal and stored in memory. Methods 
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and apparatus for the insertion transmission and reception of digital codes carried on 
a program signal are known in the art. 

After the transmitted codes have been separated from the program 
signal and stored in memory, the microcontroller can compare them with the 
5 lockout criteria set by the user in the Lockout screen and take appropriate action, as 
described above. 

The Setup screen 260 shown in Fig. 40 also contains a Purchase Code 
category 270, which allows the user to set a numeric purchase code that must be 
entered before any premium channels or pay-per-view programs can be ordered. 

10 The Setup screen 260 shown in Fig. 40 includes entries for setting a new purchase 
code and for clearing or changing a previously set password. Appropriate menus 
for setting, confirming, clearing or changing the purchase code are shown in Figs. 
40B through 40E. Once a user sets a purchase code, the microcontroller thereafter 
will display a Purchase Code Verify screen in response to a user request to tune to 

15 or order a premium services channel or pay-per-view program. The Purchase Code 
Verify screen works in a manner similar to the Lockout Verify screen 300 in that 
the user is prompted to enter the previously set purchase code password before the 
microcontroller wiU tune to or order the requested program. If the correct purchase 
code is not entered, the microcontroller will take no further action and the Purchase 

20 Code Verify screen will remain displayed waiting for input of the correct code. If 
no action is taken within a predetermined time-out period, the Purchase Code Verify 
screen will be removed. 

The next option shown in Fig. 7 is the Channel Preference or 
"Favorite Channel" list option 71. By highlighting this icon and depressing the 

25 E^^^ER key on the remote controller 40, the user is presented with a submenu on 
the screen such as that shown in Fig. 8. 

In normal operation, the program guide system presents channels to 
the user in numerical order in response to an up or down change-channel command 
issued by the user using one of the direction arrow keys on the remote controller. 

30 The channel number presentation sequence includes all channels offered by the cable 
company in the order of which they are modulated onto the channel by the operator. 

The program guide system also provides the capability of selecting 
from among several user-defined channel presentation sequences, which are 
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activated using one of the three "check mark" icon keys 48A, 48B or 48C on the 
remote controUcr 40 shown in Fig. 4, Each of these keys represents a preferred 
particular list of channels which a particular user selects and which the 
microcontroUer stores in memory as a •Channel Preference" list, as discussed in 
detail below. To activate one of these preferred channel lists, the user depresses the 
corresponding check-mark icon key. in which case the microcontroller may display 
the chosen icon on the screen in the graphic overlays and fiill screen displays to 
remind the user thai a particular channel preference list is being used by the system. 
Once a preference list is acdvaicd, the system will limit the tuning of the television 
receiver and the display of schedule information only to those channels that are 
designated in the activated viewer preference list. 

To revise the content and/or sequential order of the channels in the 
Channel Preference list, the user enters the MENU mode of the programming guide 
system. To enter the MENU mode from the FLIP mode, the user twice depresses 
the MODE key 38 when using the remote controller 31 of Fig. 3. To enter the 
MENU mode when using the alternative embodiment of the remote controller 40 of 
Fig. 4, the user simply depresses the MENU icon key 47B. 

When first entered, the MENU mode has a screen display such as 
shown in Fig, 6, To select the submenu for editing the Channel Preference list, the 
user first selects the third horizontal bar 63, which can be titled, for example. 
"Messages" or "Customer Service," by manipulating the cursor using the down 
direction arrow key. as shown in Fig. 7. The screen of Fig. 6A is thereby 
displayed. The user tiien selects the second icon 161 appearing in that bar. 
indicated with a check mark, which corresponds to a "Viewer Preference" mode, by 
highlighting the icon using the direction arrow keys and again depressing the 
ENTER key. This action will cause the microcontroller 16 to display a Viewer 
Preference submenu such as thai shown in Fig. 7. By selecting the Channel 
Preference or "Favorite Channel" entry 71, the user enters the Channel Preference 
submenu, shown in Fig. 8. If the user has not already done so. he would then 
depress the particular check-mark icon key on the remote controller 40 of Fig.4 to 
create or revise the particular channel preference list. 

In the Channel Preference menu shown in Fig. 8, a list 80 of all 
channels available on the particular cable system is displayed on the left side of the 
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television receiver screen, labeled "Choices" in Fig, 8, and the viewer's preferred 
list 81, designated "Selected" in Fig. 8, is displayed on the right side. If a 
particiilar code, such as an END or symbol appears in the first (uppermost) 
position 82 of the viewer preference list 81, the system displays information for all 
5 charmels in numerical order in all modes of operation. This is the default mode of 
the system. 

By selecting channels in sequence from the available list 80 and 
placing them in the desired order in the preference list 81, the user can select a 
subset of charmels and/or rearrange the default sequence in response to a channel up 

10 or channel down command from the user. This is accomplished by highlighting a 
channel in the available list 80 using the up and down direction arrow keys on the 
remote controller 40 and depressing the ENTER key 44, which stores the entry 
temporarily in a buffer. 

The microcontroller 16 stores a list of all channels previously entered 

15 in the viewer preference list 81, As a particular channel is highlighted by the user 
when navigating through the available channel list 80 displayed on the left side of 
the television screen, a window 84 appears adjacent to the particular channel 
highlighted by the user. If the particular channel already appears in the viewer 
preference list 81. the system displays a "DELETE" message in the window 84 as a 

20 reminder that the charmel was previously selected from the available channel list 80 
and can only be deleted from the list 81, which is accomplished by depressing the 
ENTER key 44. If the particular highlighted channel in the list 80 was not 
previously selected, the system displays a "SELECT" message in the window 84 as 
a reminder that the particular channel will be selected for addition to the viewer 

25 preference list 81 if the user depresses the ENTER key 44. The microcontroller 16 
inserts a selected channel at the bottom of the list 81. In this manner, the user can 
select or delete channels from the viewer preference list in any desired order. 

The available channel list 80 may also be provided with categorical 
entries 83, such as movies, news, sports or children's shows. The user may also 

30 highlight any of these entries and put them into the viewer preference list 81. If the 
user does include a category in his viewer preference list 81, when the user issues 
channel up or down commands, the system will display, in sequence, first the user's 
selected preferred channels in numerical order and then all channels having a 
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program whose content corresponds to the selected cat^ory or categories at the 
time. 

Once the user has revised the channel preference list 81 in the 
described manner, the microcontroller 16 will follow the stored user-specified 
5 channel sequence in response to a change-channel command made by the user 

employing one of the direction arrow keys. To activate the viewer preference list, 
the user depresses one of the three check-mark icon keys 48 A, 48B or 48C on the 
top of the remote controller shown in Fig. 4, The viewer preference list can be 
used to selectively limit tuning of the tclevisicm receiver or display of schedule 

10 information in any of the operating modes of the electronic program guide. In the 
present embodiment, once a preference list is activated, the system will limit the 
tuning of the television receiver and the display of schedule information in the 
FLIP, and BROWSE modes, as well as in the grid category and channel listings in 
the MENU mode, only to those channels designated in the activated viewer 

15 preference list. The tuner can not be tuned to, and no corresponding schedule 

information can be displayed for, any channel not entered in the viewer preference 
list when it is activated. In this regard, it should be noted that setting a key lock 
access in the Parental Guidance 301, MP A A 308 or Channel Block 303 categories 
produces a different result than when using other display criteria, such as the 

20 Channel Preference List of preferred channels discussed above. Thus, while a key 
lock access will prevent audio and video program information, but not schedule 
information, from being displayed or ordered absent entry of an authorization code, 
if a particular channel is included in the Channel Preference list and also has a key 
lock access activated in the Channel Block category 303 of the Key Lock Access 

25 mode, that chaimel or its corresponding schedule information will not be displayed 
at any time. 

To deactivate a previously selected viewer preference list, the user 
toggles the appropriate check-mark icon key on the remote controller 40 of Fig. 4. 
Once deactivated, the system defaults to displaying and tuning all available 
30 channels, as well as displaying schedule information for all available channels. 

:\ltematively, the viewer preference list 81, if activated, can be used 
to control a'liing and display of schedule information only in selected modes, such 
as only in the FLIP mode, thus allowing the user to tune and view corresponding 
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schedule information only for those channels entered in the preference list 81 in the 
FLIP mode, while viewing all channels and corresponding schedule information in 
all other modes. 

In this latter configuration, as well as in the instance where no 
5 channel preference list is activated and the system is in default mode, if a channel 
appears in the viewer preference list 81 that corresponds to a service not subscribed 
to by the user, the microcontroller 16 causes an ordering submenu to appear instead 
of displaying a program signal along with the graphic overlay, as shown in Fig. 9. 
This submenu indicates to the user that he does not currently subscribe to the 

10 selected service, and then asks the user if he would like to order the service. If the 
user responds affirmatively, the program schedule system takes the user to another 
ordering submenu to confirm the user's request, as with impulse ordering. 

The program guide also may be configured with a Locator screen 
201, as shown in Fig. 37, which aids the viewer in channel selection and definition 

15 of a favorite channel list. The Locator screen 201 displays all available channel 

numbers grouped according to the source of the program information appearing on 
any particular channel at any particular time, e.g., broadcast, cablecast, pay-per- 
view, near video on demand, satellite, or other source of program material. Thus, 
the Locator screen 101 can be used to locate any particular channel or service 

20 because the groupings provide a quick and efficient method for scrolling through the 
list of available channels. The channel numbers also may be grouped according to 
other criteria, such as program category, program content, program rating or other 
content-based standard, time of availability, numerical order, or other logical 
grouping. 

25 In the example shown in Fig. 37, the user navigates within the 

Locator screen 201 using the direction keys 43 A and 43B on the remote controller 
40. The right and left direction keys 43B move the selection cursor within the 
category rows, while the up and down direction keys 43 A are used to select a 
particular category. From the Locator screen 201, any particular channel can be 

30 selected for viewing by positioning the selection cursor on the desired channel and 

depressing cither the enter key 44 or an optional tunc key (not shown) on the remote 
controller 40. 
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In addition to aiding in channel selection, the Locator screen 201 also 
pTDvidcs the user with the ability to conveniently define favorite channel lists. To 
do so, the user first moves the selection cursor to the desired channel by using the 
direction keys 43A and 43B or numeric digit keys 42 on the remote controller 40, 
and then dqjresses a favorite channel key 46A provided on the remote controUer 40, 
which causes the display to change in some manner or characteristic as an indication 
that the channel has been selected as a favorite channel, such as by changing the 
color of the channel identification text or the text background, by displaying an 
appropriate icon or by some other j^jpropriate identification scheme. In the remote 
controUer 40 shown in Fig, 4, the pound key can function as the favorite 
channel key. 

Also, if multiple favorite channel lists are being used, the user would 
depress the appropriate favorite channel key on the remote controller to select a 
particular list before depressing tiie favorite channel key. For example, as discussed 
above, the remote controller 40 shown in Fig. 4, has three color-coded check-mark 
favorite channel keys 48A, 48B and 48C. which provide for at least three individual 
favorite channel lists for three individual users. Different identification 
characteristics could be displayed on the Locator screen 201 to indicate that a 
particular favorite channel list is selected. For example, the icon or image used to 
enable a favorite channel list on the remote controller, such as the check mark key 
48 A used on the remote controUer 40 shown in Fig. 4, could be displayed on the 
Locator screen 201, as well as other screens of the program guide, when a favorite 
channel list is enabled. Alternatively, the color of the displayed text or background 
could be changed to match the color of the selected favorite channel key. 

The Locator screen 201 may be accessed via several paths. For 
example, it may be included as a virtual channel that is conveniendy positioned in 
the channel-tuning sequence, such as between the highest and lowest available 
channel numbers - for example, a virtual channel 0. To the user, such a virtual 
channel appears to be a conventional channel. However, it requires no additional 
bandwidth as a carrier. For example, it can be digitally produced at the subscriber 
station or included in an appropriate blanking interval in existing bandwidth 
frequencies. In this manner, the virtual channel is accessible either by entering the 
corresponding channel number using the numeric digit keys 42 on the remote 
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controller, or by using the up and down direction keys 43A to wrap around from the 
highest to the lowest channel number, or vice versa. As shown in Fig, 38, it also 
may be desirable to provide a suitable identifier, such as an icon or text message 
210, in the MAIN MENU display 215, from which the user could arxyss the 

3 Locator screen 201 simply by highlighting the identifier 210 with the selection 

cursor and dqiressing the enter key 44 on the remote controller 40. Alternatively, 
the remote controller may be provided with a key corresponding to the Locator 
screen 201 which would cause the microcontroller to display the Locator screen 201 
when the user depressed it* 

10 In addition to Channel Preference or Favorite Channel keys, the 

remote controller 40 can also be supplied with a number of user-activated cat^ory 
preference icon keys, e.g., movies, sports, or children's programming. The system 
can be adapted to present to the user only those programs meeting particular 
preference category when it is activated by the user. As with the Channel 

15 Preference icons, the microcontroller may display the icon corresponding to the 

activated preference category to remind the user of the currently activated mode of 
system operation. 

The question mark icon 162 at the far right of the third horizontal bar 
in the menu of Fig, 16 identifies a program guide system "Help" mode in which 

20 information explaining the operation of the system is displayed for the user. Again, 
by manipulating the cursor using the appropriate keys on the remote controller, the 
user can select this rrKxle. Once selected, the next submenu appearing in the Help 
mode asks the user to identify the particular portion of the system about which the 
user would like to view Help information. 

25 The icons appearing in the last horizontal bar of the MENU mode 

identify certain interactive and/or other types of information services which the 
programming system, acting as a gateway, makes available to the user as shown in 
Fig, 17. By manipulating the cursor, the user can select any one of the identified 
services, as shown in Figs. 31-35. 

30 For example, if the user initially selects the ''X*PRESS" icon 

appearing in the last horizontal bar, he is presented with a submenu such as that 
shown in Fig. 31, Using the direction arrow and enter keys on the remote 
controller, the user selects one of the three entries appearing in the display of Fig. 
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31. Once a particular entry is selected, the electronic program guide connects the 
user to the selected service and passes control to the particular service appUcation 
software, as shown in Figs. 32-35, 

Alternatively, the remote controller 40 can be supplied with a 
5 plurality of content-specific keys corresponding to a plurality of content-specific 
categories of programming, e.g., a Sports key. News key. Movie key, etc. When 
the user d^resses a content-specific key, a content-specific mode is initiated. In 
Fig. 4, the remote controller is equipped with a Sports key 49. If the user 
depresses the Sports key 49, the microcontroUcr will Umit the display of programs 
10 and/or program schedule information to those that are sports-related. The 

microcontroller will block all other programming or schedule information from 
appearing on the television receiver. The microcontroller can be adapted to 
distinguish programs and schedule information that are sports-related by examining 
an appropriate code associated with the program or schedule information. 

As discussed above, coding can be accomplished using any number of 
methods, such as by including an appropriate code in the vertical blanking interval 
of the program signal, or in an appropriate memory location in the database record 
of the program schedule information, or if the schedule information is being 
received on a broadband network, by including it in an appropriate blanking 
20 interval. The user activates a content-specific mode by depressing the appropriate 
content-specific key in any mode of operation of the electronic programming guide, 
including the aforedescribed FLIP, BROWSE or MAIN MENU modes, as wcU as 
when no schedule information is being displayed and only a program signal is 
visible on the television receiver. Once a content-specific mode is requested by the 
25 user, the microcontroller immediately and directly enables the content-specific 

programming criteria, and maintains it for all operating modes of the guide until 
disabled, which can be accomplished, for example, by toggling the Sports key 49. 

Instead of a dedicated content-specific key, such as Sports key 49, the 
system may be configured with a single, generic content-specific key, which, when 
30 activated, would cause the microcontroller to display a con tent- specific menu 

containing a list of all content-specific categories available to the user. The user 
then could highlight a particular category by manipulating the selection cursor using 
the direction arrow keys on the remote controller and select it by depressing the 
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ENTER or OK key 44. As an altcmative to using a content-specific key on the 
remote controller, access to the content-specific menu can be effected by providing 
an appropriate identifier in another menu screen of the electronic guide, such as in 
the LOCATOR, SETUP or MAIN MENU screens. 
5 In addition to blocking all non-selected content-specific programming 

when a particular content-specific category has been selected, the microcontroller 
can be programmed to enable all added-value programming or services that are 
specially related to the selected content-specific category. For example, if the user 
activates a Sports content-specific mode, the microcontroller, in addition to allowing 

10 only sports programming or schedule information related to sports programming to 
be displayed, will proactiveiy seek out and enid>le all sports related added-value 
services, such as related trivia or video games, up-to-date scores while a game is in 
progress, team schedules, replays of prior games of the selected teams or players, 
ticket or souvenir purchasing, etc. Thus, the information available from the 

15 programming or service can be integrated into the environment of the electronic 

program guide. Rather than simply passing control to another service as described 
above, in this manner the electronic program guide would function as a system 
integrator or interface to combine the available added-value information into a 
package within the electronic guide environment, thus essentially creating a series of 

20 modular electronic program applications corresponding to a variety of available 
content-specific categories. 

The Setup screen shown in Fig. 40 also includes a Text Location 
category 275, which contains the textual entries "Bottom of Screen" and "Top of 
Screen." By navigating to the Text Location category 275 using the up and down 

25 direction keys 43A on the remote controller 40, and to either the "Top" or 

"Bottom" entries in that category using the left and right direction keys 43B on the 
remote controller, and then depressing the enter or select key 44, the user can 
control the position of the overlay windows used to display information in various 
operating modes of the electronic program guide. The Setup screen of Fig. 40 

30 provides the user with two positional choices: the top or bottom of the screen. 

Depending on the modes of operation of the program guide, it may be desirable to 
provide the user with more positional choices in viewing area of the television 
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receiver, or to provide the user with the ability to choose a different position for 
information displayed different operating modes. 

The operation of the "By Title" display option will now be described. This 
option permits users to display program titles alphabcticaUy by title. In addition, 
the user may input a string of characters representative of a program title or 
beginning portion thereof and search the program listings for the desired tide. This 
permits a user to locate a program, series, movie, or event without knowing either 
the channel or time for the program. 

One embodiment of the "By Title" option operates as follows. When the 
user selects the "By Title" box 321 shown in Fig. 38C, she is presented with the 
screen shown in Fig. 38D. 

As shown in Fig. 38D. the system is configured to automatically display the 
listings in alphabetical order. It is preferable that upon entering the "By Title" 
option, the first displayed set of listings correspond to the beginning of the alphabet. 
However, it may also be configured such that if the user previously invoiced the "By 
Title" option and then exited it, the listings will begin at the point where the user 
last reviewed listings using this option. The display line 325 for each listing 
preferably includes the program, movie, or series titie, network, channel, day (today 
or tomorrow), and time. For some programs, such as movies and sporting events, 
additional descriptive information may be included. In addition, display lines may 
include the "i" icon to indicate that additional information about the program is 
available and/or otiier icons conveying other kinds of information or advisories. 
Color coding may be used to distinguish different program types. For example, 
movies may all be displayed in one background color while sports programs utilize 
a different color. 

In systems having a large database of program schedule information, e.g., 
one with a large number of channels and/or listings for many days of programming, 
it may be desirable to utilize only a subset of the total listings database for display 
in the "By Title" mode to reduce the time required to search the listings. For 
example, in the particular embodiment shown in Fig, 38D. only programs scheduled 
for the present day or the following day are displayed. Additionally, it may be 
desirable to exclude uninformative listings identified only by generic tides such as 
"News," "InfomerciaJ/ Music Video," and "To Be Announced." 
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The "By Title" option operates in two diffcient modes, search and scroll. In 
the scroll mode of operation shown in Fig. 38E, the user may manually scroll 
through the alphabetical list of program titles using the up/down arrow keys 43A on 
the remote control unit 40. In Fig. 38E, the program "Mad About You" is 
5 highlighted indicating the cursor is placed on this program listing. The character 

boxes 330 in Fig. 38E do not control the listings display in this mode, as the display 
is controlled with the up/down keys. The "r" icon 335 in the display line indicates 
that a reminder message has been set for this program as discussed above. The 
envelope icon in the upper right hand comer of the display indicates to the user that 
10 there are messages in the message center. These messages may originate from and 
relate to the cable system, as discussed above. The scroll mode is accessed by 
depressing the ENTER or "OK" key 44 on the remote control upon initiation of the 
"By Title" option or at any later point when the search mode is activated. 

The second mode of operation of the "By Tide" option is search mode. In 
15 the preferred embodiment, search mode is the default mode activated upon selection 
of the "By Title" option. Search mode may also be accessed by depressing either 
the left or right arrow keys when in scroll mode. In search nxxie, the user may 
input one, two, three, or four characters of a program title using the character boxes 
330 shown in Fig. 38F. Characters are input using the up/down arrow keys 43A 
20 and the ENTER or "OK" key 44. By depressing the up/down keys, the characters 
in the character boxes cycle through the letters of the alphabet and the digits 0-9. 
The arrows displayed around the perimeter of a character box designate the box 
currently activated and the keys which may be depressed. Once the desired 
character is selected, depressing the right arrow key moves the cursor to the second 
25 character box and so forth. 

In the embodiment disclosed in Fig. 38F, when the cursor is moved to an 
adjacent character box. the system automatically searches the listings and displays 
the appropriate listings, with the listing closest to the entered character or characters 
highlighted. Alternatively, the system may be configured to search in real time as 
30 characters are changed in the character boxes. In Fig. 38F, the characters "M," 
"A," and "D" have been selected in the boxes in order to search for the program 
"Mad About You." In the listings portion of the screen, die display line listing 
"Mad About You" is displayed in the first line, indicating that this program is the 
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closest match to the characters entered. The user may also input numbers in the 
character boxes so that programs with numbers in the beginning of the title may be 
searched (i.e., the movie •2001"). To return to scroll mode the "OK" or "ENTER" 
key 44 is dq>iessed. 

Those of sldll in the art will recognize that there are many possible variations 
to the embodiment of the "By Title" option depicted in Figs- 38C-38F, For 
example, the user may be given control over the particular subset of listings to 
display. Thus, the listings may be limited to today's programs or expanded to a full 
week of programs. In addition, a greater or lesser number of character boxes may 
be used. Additionally, the program listings may be limited to channels previously 
selected in a Favorite Channel list. Alternatively, the "By TiUe" option may be 
combined with one of the other operating modes of the system. For example, the 
system may be readily configured to limit the "By Title" listings display to a single 
channel, time or theme, 
^5 One of the novel features of the disclosed invention is the textfit 

system. The preferred embodiment of the text fit system includes an interactive 
computer program used to edit the program listings data before it is transmitted to 
the user and stored in memory. The interactive system cqjerates as follows: 
unedited (or partially edited) program listings information is loaded into data a 
20 processor. The data includes program titles, program schedule times, duration, 
category, as well as additional descriptive information dependent on the type of 
program. For example, for movies the data includes the MP A A rating, year of the 
movie, whether it is in black and white, and a list of starring actors and actresses. 

The data processor extracts only the program tide data which includes 
25 television program tides as well as movie tides, sporting events and tides for other 
special events. Based on the duration of the program, the data processor first 
analyzes the listings data to determine what grid size listings are needed for each 
tide. Thus, a two hour movie could require four different edited tides to fit into 
each of the four different size grid cells (30, 60, 90, 120 minutes). The data 
processor then determines how much space is required to display the tide based on 
its character length. If the tide is to be displayed in the program schedule grid 
using a proportional font and character to character kerning, the data processor may 
also account for these factors in determining the space required to display a tide. 



30 
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The determination would than be based on the number of pixels required for the 
particular combination of characters in the title. The amount of space available for 
display of a title depends on the size of the grid cell and the space required for 
display of icons, when activated. 
5 If the data processor determines that a full titie requires too much 

space to fit into one or more grid cells, the title is then presented to the editor using 
a suitable display device connected to the data processor, such as a CRT. The 
editor is then queried to alter the tide so that it will fit in the allotted space. If the 
titie must be edited for more than one cell size, the editor is queried to edit each of 

10 these separately. In the preferred embodiment of the interactive program, the editor 
is shown in real time whether the edited tide will fit in the designated grid cell. 

In the preferred embodiment, two lines of text are displayed in each 
grid cell of the program listings. The tide, as edited, appears on the first line, and 
if necessary, continues onto the second line. The decision to wrap-around to the 

15 second line is based on whether natural breaks exist in the tide such as spaces 

between words, commas, periods, hyphens, etc. These are standard techniques used 
in word processing software routines. The editor may also be queried to edit a tide 
in the situation where the full tide will fit on the allotted two lines, but a hyphen is 
required because there are no natural breaks in the titie. 

20 Prior to querying the editor to shorten a titie, the data processor 

comp>ares the tide with a stored library of shortened tides to determine if the titie 
had previously been shortened while editing another listings database. Each time 
changes are made by the editor to a titie, the shortened titie is added to the library. 
It is apparent that this process of building a library of shortened tides greatiy 

25 reduces the manual input required. 

A flow chart illustrating the pnxress by which die text fit system 
operates is shown in Fig. 42. The chart illustrates the operation of editing a listing 
for display in a program grid for a single platform, but operation is the same for all 
platforms. 

30 Text editing may be necessary in other situations besides that where 

multiple size grid cells are used for display of the same titie. For example, the 
disclosed program guide may run on several different platforms, with each one 
having different constraints and grid cell space availability. Some may not display 



Mimosa 11:11:38 



wo 96/17473 



PCT/US95/15241 



50 

the text in proportional fonts and some may have other limitations reducing the 
available space. Thus, in the preferred embodiment the interactive program would 
request edits for all platforms for which they required at the same time. In 
addition, editing of text may be required for display modes other than a grid of 
5 program listings. For example, in the "listings by Channel" display of fig. 20, 
programs are listed on an entire, fixed-length line, but the length of the line may 
vary from platform to platform, so that the text fit system may be employed for the 
purpose of editing listings for the different platforms in this di^Iay mode as well. 
The space avail^le for the display of text will also depend on how much space is 
10 reserved for icon display. The same process as that shown in fig. 42 would apply, 
except that there would be no need to determine what grid sizes are needed because 
a fixed length line is used for display rather than multiple sized grid cells. 

It will be apparent to those of skill in the ait that the disclosed text fit 
system has applications beyond that of title editing alone. The system may be easily 
15 modified to provide editing of messages, "i" screen storylines, pay-per-view 

promotional copy, and similar text messages so that they will fit into the designated 
space available for display of the text. In fact, the system may be used to edit any 
text for display in the disclosed program schedule system. 

The computer program for the microcontroller 16 may also include a 
20 schedule for the display of varying background views upon which the program 
schedule information is overlaid either partially or in a full screen display. The 
background views may be stored as bit maps in memory or in another storage 
medium, such as an optical storage device. For example, the microcontroller 16 
may be programmed to issue a command to the VDG every morning at 6:00 AM to 
25 display a sunrise in the background. The background may then be changed 

accordingly throughout the day to, for example, a blue sky or a nighttime view. It 
also may vary. e,g., by time of day, day of week, month, year or season. The 
mood background also could change depending on the particular category of 
programming that the user is watching or to which selected schedule information 
30 pertains. The mood background also may be adapted to display scenes that reflect 
the particular viewing area in which the user is situated, like the Rocky Mountains, 
or Mt. Rainier, etc. It also may be possible to display standard scenes, such as an 
ocean or forest scene. Moreover, the audio background also could be adjusted to 
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relate to the particular mood background then being displayed. In addition, 
different background views may be used for holidays and special events, such as 
Christmas, Fourth of July, Superbowl Sunday, etc. The purpose of the background 
views is to help ease the monotony of viewing program listings. The 
5 microcontroller 16 could be adapted automatically to coordinate the display of the 
mood background. The user also could be given the ability to choose from among 
various mood background displays by adapting the microcontroller to display an 
appropriate mood option menu thai lists the mood background options available to 
the user and allows the user to select one or more by manipulating the selection 

10 cursor. Access to such a mood option menu could be achieved by supplying an 

appropriate identifier, textual or visual, in an appropriate menu of the system, such 
as the LOCATOR or SETUP screen. 

Additionally, the electronic program guide could be configured to 
store a unique digital identifier for each program along with its schedule information 

15 and later use the identifier — e.g., by transmitting it -- to indicate to a recording or 
storage device, such as a video recorder, that the user wishes to record the program. 
The program guide could also use the identifier to automatically control operation of 
the video recorder. The electronic program guide could also be configured to use 
other stored schedule information for this purpose, 

20 The form and content of a particular computer program to implement 

the invention disclosed herein will be readily apjjarent to those skilled in the art of 
video system programming and graphic display. A flow chart showing the 
operation logic of the system is shown in Fig. 36. It will also be appreciated by 
those skilled in the art that there can be departure from the specific embodiment of 

25 the invention described herein without departing from the true scope of the claims 
appended hereto. 
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We claim: 

1. An electronic television programming guide for use in 
connection with a television receiver for di^laying a plurality of television 
programs from a plurality of program sources on a plurality of user-selectable 
5 television channels comprising: 

user control means for issuing control commands, including 
channel-control commands; 

^0 data processing means for receiving said control commands 

and for generating video control commands; 

a video display generator adapted to receive video control 
commands from said data processing means for generating and 
15 displaying a plurality of television program titles on said television 

receiver, said plurality of television programs displayed alphabetically 
by title; and 

selection means for allowing said user to select a title for 
20 display on said television receiver by selecting the first n characters 

of said title, where n is greater than or equal to one; said data 
processing means being responsive to said selection means and 
adapted to select said plurality of television program tides for display 
on said television receiver in response to said n characters. 

25 
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US World News 
Cubans use Vitamins to combat epidemic 

Geneva - A costly campaign to provide vitamins to 
all Cubans has helped curb a mysterious epidemic that has 
afflicted thousands with vision problems, a Worid Health 
Organization offical said yesterday. 

The outbreak of optical neuritis has dimmed the 
vision of about 20,000 Cubans and a related malady has 
affected 6,000 other people, mostly women. 



FiG.34 



Mimosa 11:11:38 



wo 96/17473 



PCT/DS95/1S241 



38/57 



SPORTS 

Major League Bsseball 
Yesterday in National League Action 
Colorado 7, Houston 5 
San Francis co 5, Chicago 4 




Yesterday in American League Action 
Detroit 4, Boston 1 
Toronto 4« Mifwaukee 2 



FIG.35 



Mimosa 11:11:38 



wo 9«/17473 



PCT/DS95/15241 



39/57 




P/iEMiOM/PPV 
iNFOmAT/O/^ 





CHAf/A/£L 



P^fMiUM/PPV 



S£/?V/'C£S 



I 



P/?£5£'/^T 
T/ME 



PUTUf^E 



YES 



I 



SET 



CHW6£^ 
T/M£ 



FIG. 36A 



SUBSTITUTE SHEET (RULE 26) 



Mimosa 11:11:38 



wo W/17473 



PCT/US95/15241 



40/57 



AVJi/Jg/ r AWlABl£ 




fAVJtJlABLe 



AUUSTW65 W/ 
P{/£fZLAY 



YES 



NO 




LiST/mssy 




USTM65 Br 
S£r/?£MWD£/^ 



J. 



res 



3_ 



AFPSA^3AIJ/l 

3£FaZ£A//Z 

r/M£ 



T 



US7/A/GS BT 




usr/A/&s BY 
cAr£^c>/ir ^/ 

\$£T /Z£MMl>£K 



Y£S 



Ol/£/?^YmLL 
APP£A/^ 5MIN. 
B£PD/Z£ A//Z 

r/M£ 



OY£^LAY 



fZETOKAJ TO 
Oe/G/A/A^ 




P£7A/L5 



T 



FIG. 36B 



Mimosa 11:11:38 



wo 96/17473 



PCT/US95/15241 



41757 




FIG. 36C 

SUBSTITUTE SHEET (RULE 26) 



Mimosa 11:11:38 



wo 96^7473 



PCT/US95/15241 



42/57 



CL0CK 
T/MEfZ 



I 



StUEPULE 





MESSAGES 
MENU 



L 




CABLE 
^KSrEM 
MESSAGES 



1 





I 



P/^EF£/?£f/CE 
MENU 




tCErJtCEESS 
COA/PEJZ ^ 

£>Er/A//r/o//) 



I 



1 



1 



OA/S(X£EN 
f^ELP 





FIG. 36D 



Mimosa 11:11:38 



wo 96/17473 PCT/US95/15241 



43/57 



20f 



TV 

GUIDE 



LOCATOR 



2KWGN 



Broadcast: ^ 

Coble: < 41 ABE 

Premium: <] 2,1 DIS 

PPM: IIREQI 



3PPV 
3AMC 
I8ENC 
15REQ2 



4KCNC 
24 BET 
14 HBO 



Clear ALLfovorile chonnels 



<] 

0 



Favorite Channel 



Included 



Excluded 



Press — Lines to illustrate text 



FIG. 37 



Mimosa 11:11:38 



wo 96/17473 



PCT/US95/a5241 



205. 

TV 

GUIDE! 



44/57 



MENU 



2fO 



By 

Time 



206^ 

NOW* ' 

SHOWING 



HOME THEATER 



»MSO 
^LOGO 



CUSTOMER SERVICE 



207 



FIG.38 



Mimosa 11:11:38 



wo 96/17473 



PCTAJS95yi5241 



45/57 



MENU 



TV 

GUIDE! 



By 
Time 



Movies 



By 

Channel 



Locator 



Sports 



Children 



• ' NOW : HOME THEATER 

SHOWING ' iwivij- 



MSO CUSTOMER SERVICE 

^LOGO 



Fie.38A 



Mimosa 11:11:38 



wo 96/17473 



PCTrtJS95/lS24J 



46/57 




CD 
CO 

ro 

Ll 



Mimosa 11:11:38 



wo 96/17473 



PCT/tlS95/15241 



47/57 





SUBSTITUTE SHEET (RULE 26) 

Mimosa 11:11:38 



wo 96/17473 



PCTAJS95/15241 



48/57 




^ < < 



< 

E 
I- 

cn 

_i 
< 



5 

E 
I— 



CL Q. 
O 

ro 



tj- CO 

o o 



< Q_ 

o o 

rq ro 
uS" tb" 

OD it: 

CVJ 

I- 

UJ 

o 
id 



o o o JC 

o o o 

_ o o o a 

^ E ^ -£= -J= 

o i£ ^ 

-J P X n: X s 



< 

in 

E 
I- 

< 
is: 



SUBSTITUTE SHEET (RULE 26) 

Mimosa 11:11:38 




PCT/US95/15241 

49157 




UJ 
CX) 

ro 

ci 



SUBSTITUTE SHEET (RULE 26) 

Mimosa 11:11:38 



PCT/OS95/1S241 



50157 




00 
PO 



SUBSnrUTE sheet (rule 26) 



Mimosa 11:11:38 



wo 96/17473 



PCT/tlS95/15241 



51/57 



TV 

GUIDE j 

Movie 
Rating: 

Porenlol 
Guidance 

Channel: <J 2KW6N 

Locked ^^^^ ^ progranr» or series, see *Help* 

Program. 



PG PG-I3 R 

< Adult Themes Sexual Situotions 
3PPV 



t> 
t> 



4K0NC Q > 



Lockout 
Code: 



Clear 



Chonge 



FIG. 39 



Mimosa 11:11:38 



wo 96/17473 



PCT/US95/15241 



52/57 



'Z60 



TV 

GUIDE 



SETUP 



Z75 



r 

Text Location; 
Lockout Code: 

Purchase Code: 
^270 



Bottom of Screen Top of Screen 



New 



New 



Clear 



Chonge 



This button sets the text location to the bottom of the 

Screen, 
Press IokI to select 



FIG. 40 



Mimosa 11:11:38 



wo 96/17473 



PCT/DS95/15241 



53/57 



TSn You do not have a s:32p m ^ 
GUIDE Lockout Code set. 

^Torestrictthe availabifity 

of certain channels 

or programs, 
use your remote to 

enter four digits 
(for example, 4 567), 

L ockout Co de! 



FIG,40A 



TV 



To restrict the ability to order 
programming, use your remote 

to enter four digits 

(for exonnple, 

1234), 

PurchoseCode! 

(»r >r tt } 



FIG.40B 



Mimosa 11:11:38 



PCTAJS95/15241 



54/57 



TV] ^ 

GUIDE 



pleose re-enter your 
four digits. 

P urchase Cq del 
(V * a» y ) 



FIG.40C 



TV 

GUIDE 



1^ 



C^«CJD then Press CM) 



FIG.40D 



Mimosa 11:11:38 



PCT/US95/15241 



55/57 



TV 



enter your current 

four- digit 
Purchase Code. 

P urchase Co de! 

F1G.40E 



Mimosa 11:11:38 



wo 96/17473 PCT/OS95/1S241 



5</57 



RESTRICTED! 

TO VIEWTHIS PROGRAM, ENTER YOUR FOUR-rXGIT 
LOCKOUT CODE NUMBER.THEN PRESS OK 



LOCKOUT code: 



FLIP 



23 DSC I (2:30-3p) 
Easy Does Itfl 

C 



TV 

GUIDE 



300 



FIG,4I 



Mimosa 11:11:38 



wo 96/17473 



PCT/US95/15241 



57/57 



OATAffASS 




WHAT i^/^/a 



r/r^£ 



/^£2>/r/A/^ 

/?£-Qa//?£D 



^£xr 



y£s 



/ST/rz£- 

/A/ £XP/r£'£^ 

orr/ri£s ? 



J?£PZ.AC£ 

mM£j^/r£D 



r/TJL£ 



5^0/^r£A/£/? 



ADD 

SHO/?T£N£0 

m£TO 

DATABASE 



N£Xr 



££>/7-£-I? 




PATASASE 

eD/r£'D 



FIG. 42 



suBsrrruTE sheet (rule 26) 



Mimosa 11:11:38 



^^^^ 



INTERNATIONAL SEARCH REPORT 



latemoaoiuJ A| raon No 

PCT/US 95/15241 



A. CLASSIFICATION OF SUBJECT MATTER 

IPC 6 H04N5/445 



Aceortfins to Intenuoonai Pfttent Qamflcation (IPQ cr to both cmoonai claaaficaaon and IPC 



B. RELOS SEARCHED 



documcntoooa scarciMd (d^mftcaoon tytura foUowvd t»y diuxifica&on symbols) 



7pC 6 H04N 



DocummtAOon eurched othff tun mimmum itocutkcntAfton to tfw extent ihat cuch docuovcnn w included in Ove (ietdi tcarctied 



EiccODnic data hart oonsulud dvfftnx (he uKcmaaonal scorch {ooxnc of dAin ban nnd, tytta^ prac«cal, Mai^ tcrrra tE=«d) 



C. DOCUMENTS CONSfDEREO TO BE RELEVANT 



C*(efor> • .Otobcn of documatt. uwlieaaon, wtwre apprepnate, of the rd<vant pAsu<[cs 



Rai<wnn( u> ctAim No. 



BRUGLIERA V: "DIGITAL ON-SCREEN DISPLAY A 
NEW TECHNOLOGY FOR THE CONSUMER INTERFACE" 
11 June 1993 . CABLE TV SESSIONS, 
MONTREUX. JUNE IG - 15, 1993. NR. SYMP. 
18, PAGE(S) 571 - 586 , POSTES;TELEPH0NE5 
ET TELEGRAPHES SUISSES XPGee379382 
see page 582, line 21 - page 586, line 48 

PATENT ABSTRACTS OF JAPAN 

vol. G15, no. 48Q (P-12a4), 5 Deceni)er 

1991 

& JP,A,03 205673 (MITSUBISHI ELECTRIC 
CORP), 9 September 1991, 
see abstract 

US, A, 4 914 517 {DUFFIELD DAVID J) 3 April 
1990 

see the whole document 



□ 



Further docuttract tux Urfrd in A< conaouiuicn of box C. 



Patent family nvonbcn ore listtd m a wn g K . 



* SpeojJ cntcfonex of ated documoits : 

*A' documtnl dcfuun^ the jenenU rta*« of the art «rhich tc not 

eonadxrcd to b« of paTQCMlar rdrvdncc 
*E* earlier documcxrt btd pufalidtod on <»- niter Xhc tBternooooAl 

filing dau 

*L* docuxTvcnt «tQCh ovay throw doubu on phonty daicn(«) or 
otxich o aua to cxtAbltth the putatieaQon d^u of another 
atAOoa or o<her tpcoti reason (as ip«cifi«d) 

"O* docurrteni rcfcmckc to an oroJ dudoaure. use. exhibiOon or 
cxhe* mcaiu 

*P* docvBT*eni publi A«d pnor to the intana^onAl 6lu»t *w* 
Utcr than th« prtonty dau cUitned 



U£er docuCTMni puUi^wd oAer (he mflcmaaoaal filing date 
or pnonty dAc and not. oi oonfltct cnth the applicalion but 
oted to undcrvtond the pnnaplc or thaory undalyms the 



d oc uwftei rt of particular rdcvonoe; the doitned tawnoon 
ccancc be ooniadered ctovd or caAAOt be con=idsr«d to 
involve on in^oestove tt^ vrhen (he document u token alone 
document of portacuLor rdcvoooc; the dajmcd mvoit»oa 
connoc be oonodcrcd to involve an tnvenQvc ncp v^hcn the 
document U combined cnth one or more other xudi docu- 
mcna, cudi combination bon^ otr'0<gus to a penon italled 
m the art. 

document m emb c of the tame patent family 



D«ie of the ACCiJiJ comptcaon of the international tearch 



23 April 1996 



Date of motJinf of the tntcmaoonol cearch report 



I 5. 05. 96 



Nome and maittnc *<tdr«» of the ISA 

European Patent Office. P.B. 5112 PatcnUaan 2 
NL . 22J0 HV Rip**i)k 
Td, (-31 -TO) J4O.2O40, Tx. JI 63 1 cpo nl. 
Fax (- 31.70) J40-K>16 



Authorized officer 



Fuchs, P 



form PCT.lSA.*Jlo i»4 



Mimosa 11:11:38 



^^^^^ 



INTERNATIONAL SEARCH REPORT 

InfonnAbwt on patent foimJy m xre bo a 



IficcTTtdQonAj A otion No 

PCT/US 95/15241 



Poleni document 
cited in fcarch rcporl 



Publie&uon 
dote 



Patent family 
fnenibcr(s) 



Pubtccation 
dote 



US-A-4914517 



03-94-90 



EP-A- G391656 
JP-A- 3062719 



10-10-90 
18-03-91 



Mimosa 11:11:38 



TIHlDi Mi UUMl (M 



